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The objective of this work was the measuring of adsorption equilibrium, by the 
gravimetric method. Experimental results are presented for the adsorption equilibrium of the 
series of n-alkanes, ethylene, nitrogen and carbon dioxide in two microporous materials, the 
metal-organic framework, MIL-53(Al) and zeolite 5A. Both of them have desirable 
characteristics for adsorption processes, such as the capture and storage of carbon dioxide, 
natural gas storage, separation of components of biogas, and separation of olefin/paraffin. The 
determination of the equilibrium of the pure components (ethane, propane, butane, ethylene, 
carbon dioxide and nitrogen) covers a wide range of thermodynamic conditions; temperatures 
between 303.15K and 373.15K, as well as pressure values between 0 and 50 bar. The 
adsorption equilibrium data were analyzed through the global adjustment for each 
adsorbate/adsorbent system, using the Sips and Toth models. The isosteric heat was also 
determined. The experimental data of methane, carbon dioxide and nitrogen were correlated 
successfully by the potential theory of adsorption collapsing into a single characteristic curve, 
independent of temperature. This analysis allows the extrapolation of adsorption data for other 
gases, for which no experimental data is still known. The adsorption capacity is generally 
higher in MIL-53(Al) than in zeolite 5A, and in the two adsorbents, the preferred adsorption 
capacity for carbon dioxide is a good indication that these materials have a strong potential in 
the capture and storage of carbon dioxide, in the purification of biogas or purification of 
methane from natural gas. 
 







































Este trabalho, tem por objectivo a medição de equilíbrios de adsorção, através do 
método gravimétrico. Os resultados experimentais são apresentados para o equilíbrio de 
adsorção da série de alcanos, etileno, dióxido de carbono e azoto em dois materiais 
microporosos, a estrutura metálica-orgânica, MIL-53(Al) e o zeólito 5A. Ambos com 
características desejáveis em processos de adsorção, como sejam, a captura e 
armazenamento de dióxido de carbono, armazenamento de gás natural, separação de 
componentes do biogás, e separação de olefinas/parafinas. A determinação dos equilíbrios 
dos componentes puros (etano, propano, butano, etileno, dióxido de carbono e azoto) cobre 
uma vasta gama de condições termodinâmicas; temperaturas entre 303.15K e 373.15K, assim 
como valores de pressão entre 0 e 50 bar. Os dados de equilíbrio de adsorção, foram 
analisados, através do ajuste global por adsorbato para cada um dos adsorventes, recorrendo 
aos modelos de Sips e Toth. O calor isostérico também foi determinado. Os dados 
experimentais de metano, dióxido de carbono e azoto, foram correlacionados com sucesso 
pela teoria do potencial de adsorção, colapsando em uma única curva característica, 
independente da temperatura. Esta análise permite a extrapolação de dados de adsorção 
para outros gases, para os quais ainda não são conhecidos dados experimentais. A 
capacidade de adsorção é, em geral, superior no MIL-53(Al) do que no zeólito 5A, sendo que 
em ambos os adsorventes, a capacidade de adsorção preferencial para o dióxido de carbono 
é um bom indicador de que estes materiais, apresentam um forte potencial na captura e 
armazenamento de dióxido de carbono, na purificação de biogás ou na purificação de metano 
proveniente do gás natural. 
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Energy and its sources have been playing a fundamental role in the activities of 
mankind, such that energy consumption has experienced an explosive growth. In order to 
respond to this huge demand, it is necessary to find resources for energy production. An 
obvious choice rests on fossil fuels as a primary resource, since their cost are not high, are 
available in large quantities and have a high calorific value [1, 2]. 
Fossil fuels ensure about 75% of the energy produced worldwide, and as such there is 
a need to find other alternatives, since they are a non-renewable source and their burning is 
responsible for the harmful release of various gases to the atmosphere. The emission of gases 
such as carbon dioxide (CO2) and methane (CH4) among others represents a problem for 
environmental protection, since they are both gases with greenhouse effects [1, 3]. 
The environmental effects of carbon dioxide (CO2) are of significant interest. The 
increased concentration of CO2 in the atmosphere has contributed to the aggravation of the 
rate of global warming thus making this gas, the main culprit in anthropogenic climate change. 
As such, the capture and storage of CO2 continue to be topics of great research [4]. On the 
other hand, methane (CH4), a gas of powerful greenhouse effect and probably the most 
abundant organic compound on Earth, has attracted some interest as it is the main component 
of natural gas. Similarly, other hydrocarbons such as ethane (C2H6), propane (C3H8), butane 
(C4H10), ethylene (C2H4) and propylene (C3H6) are also sources of energy for civilizations. 
Given their environmental concerns, research in the area of better and sustainable use of 
hydrocarbon processing has been held. 
One alternative that has been much studied and represents a growth of 50% for the 
next 20 years is natural gas. Currently natural gas is already responsible for providing a 
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quarter of the energy needed to population worldwide. Besides being an effective alternative to 
fossil fuels, burning natural gas produces less carbon dioxide (CO2) and more water vapor per 
unit of energy, relatively to the burning of other fuels, thus demonstrating to have a better 
performance to the environment. Natural gas mainly consists of methane (CH4) 80-95 mol%, 
the remainder being small amounts of carbon dioxide (CO2), nitrogen (N2) and higher 
molecular weight hydrocarbons such as ethane (C2H6), propane (C3H8) and butane (C4H10). In 
order to respect the quality of natural gas, this should not exceed the amount of 2% and 4% 
(v/v) in carbon dioxide (CO2) and nitrogen (N2), respectively. However, there are some sources 
where contamination of carbon dioxide (CO2) is greater than 10%, which means that there is a 
need to reduce carbon dioxide (CO2) in excess in order to obtain a gas with suitable properties 
[5, 6]. 
Additionally, biogas is also an alternative energy source which is renewable. It is 
typically produced by fermentation or anaerobic digestion of organic matter under anaerobic 
conditions and it is composed mainly of methane (CH4) and carbon dioxide (CO2). Moreover, if 
biogas is sufficiently "clean" it has the same characteristics as natural gas [6, 7]. 
The separation and purification of gas mixtures are processes increasingly used 
industrially. The main applications of these processes are connected to the purification of raw 
materials, purification and recovery of primary products, and the removal of polluting gaseous 
effluents. There are several methods for the separation of gases, but in recent years 
adsorption has been presenting a considerable growth, because it has the ability to separate 
gas mixtures with optimum efficiency. This major operation unit in chemical engineering is 
currently a growing area of research with the development of new low-carbon processes. 
Adsorption has revealed to be a great alternative for capture and storage of CO2 from 
combustion gas streams, increasing the target of analysis concerning the options available to 
reduce gas emissions with impact on global climate change. Simultaneously, the materials 
field of research has evolved such that there are now several solids that have been 
synthetized and studied as potential adsorbents of carbon dioxide (CO2), from activated 
carbons, to zeolites, and especially metal-organic frameworks (MOF's),  in order to evaluate its 
effectiveness in adsorption processes. It is therefore important to perform an exhaustive 
characterization of these adsorbents in terms of CO2 balance, along with the study of other 
relevant parameters, such as adsorption-desorption kinetics, stability, regeneration, etc [8]. 
The interest of studying the equilibrium of adsorption of nitrogen (N2), carbon dioxide 
(CO2) and methane (CH4) over potential adsorbents is increasing due to the many 
environmental and energetic problems disclosed. Since the major constituents of flue gases 
emitted by fossil fueled power plants are CO2 and N2 it is vital to study the adsorption 
equilibrium properties of such gases on the potential adsorbents to be used in separation 
processes [9, 10, 11]. Also, biogas, which is a promising a renewable source of energy, 
consists mainly of methane (CH4) and carbon dioxide (CO2). In order to be used as fuel, 
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biogas must be upgraded to bio-methane which, can be injected in the natural gas grid, for 
domestic consumption or be directly used as vehicle fuel [7, 6, 12]. Adsorption processes can 
only be employed in biogas upgrading if the adsorption equilibrium of CO2 and CH4 on the 
adsorbent material is known. 
Olefins such as ethylene (C2H4) and propylene (C3H6) have proved possess high 
economic value because they are commonly used in polymer production and other 
applications [13]. They are typically used in oil refineries, a large number of physical and 
chemical processes for converting oil into gasoline, fuel oil and hundreds of other commercial 
products. The catalytic cracking is a process used to increase gasoline production from oil. 
The purge of this process contain large amounts of olefins that should be recovered. One of 
the most popular and used methods for the separation of olefins from their respective paraffins 
is the traditional distillation. However this process is extremely difficult and has high energy 
costs. Adsorption-based processes have been explored as an alternative to distillation 
processes. One mixture of interest is propane (C3H8) / propylene (C3H6) has been the subject 
of extensive study, since it is a relevant separation in the petrochemical industry [14]. 
Likewise, the search for a suitable adsorbent is crucial for the success of any 
adsorption process, and thus its field of reseach has been the subject of extensive research 
[15]. 
The motivation of this Master's thesis arises from the current society concerns on the 
environmental impact of several gases with greenhouse effects, along with the search for new 
sustainable and low-carbon technologies based on adsorption, as described above. The main 
objective of the work proposed comprises the characterization of the selected adsorbents for 
the referred gases of interest, since this is essential for the development and design of gas 
separation processes such as Pressure Swing Adsorption (PSA), Simulated Moving-Bed 
(SMB) and their new hybrid schemes, which lately have gained great interest due to their lower 
energy requirements and associated costs. The equilibrium of adsorption of pure components 
in two different materials, zeolite 5A and metal-organic framework (MOF) MIL-53(Al) was 
extensively analyzed. This study covers a wide range of thermodynamic conditions (0 - 50bar 
and 303.15 - 373.15K) for the series of n-alkanes (C2H6, C3H8 and C4H10), ethylene (C2H4), 
carbon dioxide (CO2) and nitrogen (N2), which will add to the published literature an heavy 
amount of adsorption data that was found to be scarce for the wide range of conditions 







1.2. Structure of the Thesis 
The structure of this thesis comprise with the following content: 
 Chapter 1: Introduction 
 
 Chapter 2: Background 
This chapter discusses the theory and experimental methods related to the adsorption 
phenomenon and analyze the latest developments that have been made in this research field. 
A brief approach is done concerning the gases studied in this work, i.e. the series of light 
alkanes and alkenes, carbon dioxide and nitrogen. Moreover, a short reference to the chosen 
adsorbent materials, zeolites and metal-organic frameworks (MOF’s) is also made. 
 
 Chapter 3: Experimental Work on Adsorption 
In this chapter it is possible to find all the experimental work. It encloses the 
characterization of the adsorbent materials used, a brief reference to the method used in the 
experimental determination of the adsorption isotherms, as well as the description of the entire 
gravimetric unit used for the purpose of this work. Lastly, the complete experimental 
methodology employed is included in this chapter. 
 
 Chapter 4: Experimental Results and Data Analysis 
This chapter presents the experimental results obtained in this work, along with their 
data analysis. In order to obtain broader models to describe the adsorption isotherms, global 
data fittings were performed by using the Toth and Sips model equations. A second approach 
adopted was the potential theory of adsorption that has proved to be quite interesting. Very 
little information using this theory is available in open literature, especially for the selected 
adsorbents. An error determination accompanied the experimental analysis.  
 
 Chapter 5: Conclusions and Future Work 
Chapter 5 presents the work conclusions and reports several suggestions for possible 











This chapter provides an introduction to the adsorption phenomena, its importance and 
principles, thus proving some developments that have been made in this area.  
 
2.1. Adsorption Phenomena 
The Adsorption Phenomenon has been recognized by humanity throughout the ages, 
and is increasingly used in performing separations and purifications. 
Adsorption occurs whenever a porous solid surface (adsorbent) is exposed to a gas or 
a liquid (adsorbate). This exothermic phenomenon is defined as enrichment of the material or 
increase in the density of the fluid in the vicinity of an interface. Therefore, the porous solid 
surface is considered as the "heart of adsorption", providing a very high surface area or high 
micropore volume, and consequently a high adsorptive capacity [16]. The inverse endothermic 
process is called desorption where the molecules adsorbed at the solid surface of the 
adsorbent are released [17]. 
The adsorption occurs due to the effect of the various types of linkages between the 
adsorbate-adsorbent pair: van der Waals interactions, covalent bonding, acid-base, hydrogen 
bonding, among others. The strength of binding is extremely important, because if the 
interactions are fairly weak, small adsorbate amounts are adsorbed; if the interactions are 
strong, the regeneration of the adsorbent will be difficult to achieve [18]. 
It is also important to realize that depending on the strength of the bonds between the 
molecules being adsorbed and the adsorbent material, two types of adsorption can be 
distinguished: physical adsorption (physisorption) and chemical adsorption (chemisorption). 
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Physisorption occurs when adsorption interaction forces between molecules are weak, 
with links based on intermolecular forces of van der Waals and/or electrostatic interactions. 
The heat of adsorption is relatively low compared to chemical adsorption, and presents a 
reversible character. This adsorption is invariably exothermic, a fact which can be verified by 
studying their thermodynamics [19, 20]. 
Chemisorption occurs when the adsorption process takes place through chemical 
interactions between the molecules of the adsorbent and adsorbate at the surface of the solid. 
In this case, the bond strengths are mainly of covalent nature or ionic, restricted at the first 
surface layer of the adsorbent [19, 20]. This type of adsorption is usually irreversible with a 
much higher adsorption heat than in the case of physisorption. 
Table (2.1) shows the main differences between the physisorption and chemisorption. 
 
     Table 2.1: Distinction between Physisorption and Chemisorption. Adapted from [11, 13]. 
Physisorption  Chemisorption 
Low heat of adsorption  
Heat of adsorption on the 
order of enthalpy reaction 
Mono or multilayer  Only monolayers 
Adsorbed molecules do 
not suffer dissociation  
Can occur dissociation 
of molecules 
Occurs at low temperatures  Occurs at high temperatures 
Reversible  May be irreversible 
Low degree of specificity  High degree of specificity 
 
 
The adsorption process at an industrial level is extremely important, as such, some 
adsorbents are already used on a large scale as desiccants, catalysts or catalyst supports and 
others are used for the separation, purification and/or storage of gases, pollution control, 
among others. In addition, this process plays a vital role in biological mechanisms. Adsorption-
based separation processes have been the subject of considerable research for CO2 capture 
from flue gases, capture and recovery of VOC’s, air drying, biogas upgrading, hydrogen 
purification, and removal of light hydrocarbons from various gas streams [12, 21, 22, 23, 24, 
25]. 
Adsorption in porous materials is currently the subject of academic and industrial 
research. In particular, gas adsorption has become one of the most widely used procedures for 
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determining the surface area and pore size distribution of a diverse range of porous materials. 
Such materials (adsorbents) will be extremely important in any adsorption process. 
The older types of known industrial adsorbents are activated carbon and silica gel, but 
there is a great interest in developing new materials having pores of well-defined shape and 
size, as are the cases of metal-organic structures that have recently presented an increasing 
applicability as adsorbents [26, 27, 5, 28, 29]. 
 
2.2. Adsorption Equilibria 
With the advancement of research conducted in the field of adsorption became 
necessary to quantify the amount adsorbed, retained by the adsorbent, which was named by 
adsorption capacity. The adsorption capacity depends then on the temperature and the 
pressure or the concentration, in the case of the adsorbate in question being a gas or a liquid, 
respectively. 
The amount adsorbed retained by the adsorbent after reaching the equilibrium is 
named adsorption capacity. The adsorption capacity of the solid depends both on the 
temperature and the pressure or the concentration, being the adsorbate in question a gas or a 
liquid. 
For the study of the adsorption equilibria and adsorption capacity of an adsorbent, it is 
normally considered one of the three constant variables, that is, the adsorption data is 
considered as isosteres if the amount adsorbed is constant; isobars for constant pressure 
values, or isothermal if the temperature is kept constant. 
Adsorption isotherms are the most frequently used procedure in data collection and, 
depending on the properties of the adsorbate and the adsorbent in question, they may acquire 
different shapes [2]. Adsorption isotherms are then used to compare the adsorption capacity of 
the adsorbents for specific substances. In literature there are numerous records of 
experimental isotherms data, measured in several solid-gas systems, with a wide variety of 
forms. The shape of the adsorption isotherms present inflections, and therefore concave and 
convex configurations may be obtained [30]. Most of these isotherms, resulting in physical 
adsorption, may be conveniently grouped into six distinct categories according to the IUPAC 
classification. Originally the first five types (I to V) of isotherms were proposed by Brunauer 
and his colleagues in 1940 [26]. 





Figure 2.1: The six types of adsorption isotherms, as classified by IUPAC [26]. Specific amount 
adsorbed versus relative pressure P/P0, where P0 is the saturation vapor pressure. 
 
The isotherms of the type I are reversible and have a concave shape in relation to the 
axis of relative pressure, since the specific amount adsorbed increases significantly at low 
pressures, ultimately reaching a plateau. Such isotherms are normally given for microporous 
solids and a pore size not much larger than the adsorbate molecules [26, 31]. 
As for the type II, these isotherms are also reversible and they are obtained with non-
porous or macroporous adsorbents, then having a monolayer formation followed by adsorption 
of multiple layers [26, 31]. 
Type III isotherms show a convex shape along the whole axis relative pressure. These 
isotherms are reversible, but are not very common the systems that have this type of 
curvature. In such cases, the adsorbent-adsorbate interactions play a very important role [26, 
31]. 
The type IV isotherms whose initial region is closely related to type II isotherm, tend to 
stabilize at high relative pressures. It has a characteristic appearance, the hysteresis loops, 
which are associated with capillary condensation that occurs in the mesopores. The lower 
branch represents the measurements obtained by progressive addition of adsorbate, and the 
upper branch of the phasing. Such isotherms are common and are provided by various 
industrial mesoporous adsorbents, but the exact shape of the hysteresis loop varies from 
system to system [26, 31]. 
The isotherms of type V are rare, they are related to the type III isotherms, also 
presenting a convex shape along the axis of relative pressure. As in the case of type III, this is 
indicative of frank interactions between porous adsorbent and adsorbate. However, these type 
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V isotherms exhibit a hysteresis loop which is related with the mechanism for filling and 
emptying the pores [26, 31]. 
Finally, the VI type of adsorption isotherms, also commonly known as isothermal steps 
is also relatively rare and in which the sharpness of steps depends on the system and 
temperature. This shows the various steps that occur in multiple layers of adsorption on 
uniform surfaces and non-porous. The height of each step is related to the ability of each layer 
[26, 31]. 
This classification is a simplification, since many experimental isotherms have a 
composite nature, and some are more complex than expected. It is obvious that this kind of 
classification is only applicable for the adsorption of a single component. Such experimental 
measurements are extremely useful to characterize porous materials [26]. 
The theoretical modeling of adsorption isotherms is extremely important for the 
practical processes of scale-up of adsorption. 
 
2.2.1. Adsorption Hysteresis 
Although the adsorbed amount gives an idea of the pore form, another way of evaluate 
the behavior of the pore is to investigate the shape of the hysteresis loop when present [16]. 
The terms of adsorption and desorption are commonly used to indicate the direction by 
which the equilibrium states were discussed. The adsorption hysteresis occurs when the 
amount adsorbed is not brought to the same level by the adsorption and desorption at a given 
pressure balance [26]. The hysteresis is a phenomenon which arises essentially in the area of 
multilayer physical adsorption isotherms, is usually associated with mesoporous structures and 
can exhibit a variety of shapes [31]. 
Although the effect of various factors on adsorption hysteresis are not yet fully 
understood and remain the subject of considerable study, there is a classification made by the 
IUPAC which that classifies 4 types of hysteresis designated of H1 - H4 [31, 32]. 





Figure 2.2: The four types of adsorption hysteresis as classified by IUPAC [31]. Amount adsorbed 
versus relative pressure P/P0, where P0 is the saturation vapor pressure. 
 
As it can be seen in Figure (2.2), there are two kinds of extremes, H1 and H4. In the 
first case, H1, the branch of the adsorption and desorption are almost vertical and parallel 
along a range of appreciable gas adsorption. In the case of H4 it appears that the two 
branches are almost horizontal and parallel along the axis of relative pressure. The types of 
hysteresis H2 and H3 are then considered intermediate between these two extremes [31]. 
For systems mainly microporous, hysteresis at low pressures (shown in Figure (2.2) by 
dashed lines) can also appear. In these cases the removal of adsorbed material is only 
possible if the adsorbent is degassed at higher temperatures. This phenomenon may be 
associated with swelling of the non-rigid porous structure or with an irreversible adsorption of 
molecules in pores with approximately the same size as the adsorbed molecule, or in some 







2.3. Experimental Methods for Measuring the Adsorption 
Isotherms 
The measurements of gas adsorption are not difficult to perform, as long as they are 
carried out carefully, with the appropriate equipment and process design. Additionally, prior to 
any measurements of adsorption equilibria several considerations should be accounted for: 
a) What is the purpose of the work? 
b) What are the operating conditions? 
c) What is the desired data accuracy? 
 
Obviously, the selection of the methodology and experimental conditions always 
depend on the purpose it is intended, being still necessary always ensure a controlled and 
well-defined measurement procedure [26]. 
Gas adsorption equilibrium can be measured by several different methods. In this 
section the more classical methods are addressed, namely the gravimetric and 
volumetric/manometric ones. A brief reference to the calorimetric method is made. 
Both gravimetric and volumetric/manometric techniques have the same objective, that 
is, to measure the amount of gas adsorbed on an adsorbent surface as a function of the 
pressure of the gas, thus obtaining an adsorption isotherm after reaching the equilibrium at 
each point of the curve. These techniques have their advantages and disadvantages, so it is 
important to have the knowledge about both of them, especially to decide which method use 
[32]. The major distinctions between these two methods are: 
a) Cost. 
Normally the gravimetric method is more expensive than the volumetric one.  Although 
both methods require an accurate pressure reading, the gravimetric equipment usually 
entailed higher investment costs.   
b) Capacity. 
Normally, the gravimetric method is more precise than the volumetric one, since the 
latter technique has cumulative errors on the adsorption measuring points of the isotherm. 
Therefore, due to its limitations this method is used in routine work, but the gravimetric 





2.3.1. The Gravimetric Method 
The gravimetric method is a method that has great potential in research on 
phenomena of gas adsorption in porous solids. The main characteristic of the gravimetric 
method is its ability to measure small changes regarding the weight of an adsorbent sample. 
The most accurate and reliable measurement of adsorption isotherms can be carried out by 
weighing the mass of adsorbent which is in contact with the adsorbate using a very sensitive 
microbalance; preferably a magnetic suspension balance (MSB).  
The principle of the gravimetric method is simpler than the volumetric method. 
Typically, physical adsorption isotherms are represented by the adsorbed amount depending 
on the pressure. 
The gravimetric adsorption measurements have shown to have a great use, from 
characterizing porous means, measuring gas adsorption equilibriums to investigating the 
adsorption kinetics [17]. Finally, is relevant to give some attention to the advantages and 
disadvantages of this method of measurement of adsorption equilibrium. 
The main advantage of the gravimetric method is undoubtedly its high precision and 
accuracy, made possible by the commercially available microbalances. The amount of 
adsorbent material is also a positive aspect, since smaller amounts can be used when are only 
available small quantities of newly developed material; or a considerable solid quantity can be 
employed allowing results with a higher reproducibility. Unlike the volumetric/manometric 
method, extremes of pressure (too high or too low pressures) do not represent a problem in 
gravimetric adsorption measurements, since in these measurements the adsorbed mass is 
determined by its weight. Another advantage is that using this type of isothermal 
measurements, it is possible to determine the kinetics of the process. 
Regarding the disadvantages of gravimetric adsorption, the main one is undoubtedly 
the expensive equipment’s associated. Its complexity can also become a negative aspect, 
since a magnetic suspension balance (MSB) is usually quite sensitive to electromagnetic 
fields. Another disadvantage lies on the measurement techniques, since the adsorption 
equilibrium measurements using this technique is laborious and, although it is possible the 







2.3.2. The Volumetric Method 
The oldest method and still widely used to measure adsorption equilibrium is the 
volumetric (or manometric) method. This is based on measuring the pressure of a gas in a 
calibrated volume, at a constant volume and at a known temperature. Typically, physical 
adsorption isotherms are presented as volume of gas adsorbed depending on the relative 
pressure. 
Today it is known that it is inappropriate to use the term volumetric since the amount 
adsorbed is measured by the change in gas pressure, rather than volume [26, 17]. It is 
important then to discuss some of the advantages and disadvantages of this method.  
One of the great advantages as mentioned above is that the volumetric method is 
much less expensive; the only associated cost is related with the pressure transducers 
investment, which depends on the accuracy required. Their simplicity is another positive side, 
since this technique does not require sophisticated equipment, and furthermore the experiment 
itself is simple and can even be automated. 
On the other hand, the main drawback of this technique is that it is not very suitable for 
research, especially for low pressure ranges. Another negative aspect of this process is also 
the amount of adsorbent material; if only a few milligrams of adsorbent is available, the 
gravimetric method is strongly recommended due to the cumulative errors present on the 
volumetric adsorption measurements. Another disadvantage of this technique is that it does 
not provide information on the kinetics of the adsorption process [17, 32]. 
 
2.3.3. The Calorimetric Method 
Calorimetric measurements are less common when compared to the techniques listed 
above. In fact, to be effective this method must be combined with a volumetric or gravimetric 
technique. 
The calorimetry evaluates a physical quantity different than the gas adsorption amount 
obtained by the other two methods. In detail, the calorimetry measures the temperature 
variation to which adsorption occurs as a function of pressure. Calorimetric measurements are 
less accurate and extremely difficult to perform, requiring a great deal of time and effort, thus it 






2.4. Adsorbent Materials 
In an adsorption process, the adsorbate molecules aggregate onto the surface of the 
adsorbent and/or in the pores of it. The adsorbent is normally porous in nature with a high 
surface area capable of adsorbing a particular fluid, which can be liquid or gaseous. Therefore, 
the adsorbent material plays an important role in adsorption, since the effectiveness of both 
kinetics and equilibrium of adsorption is directly determined by the quality of the solid. Note 
however that this fact then generates a dilemma, since an adsorbent with a high capacity, but 
with slow kinetics is not a good choice, because the time that the adsorbate molecules take to 
reach the interior of the adsorbent is too long. On the other hand, adsorbents with a low 
capacity and rapid kinetics are also not a good choice, because a large amount of solid is 
needed to perform the adsorption process. Hence, a good adsorbent is the one that provides a 
good kinetics and has a good adsorption capacity, but simultaneously is easily regenerated. In 
order to meet these two requirements, it is necessary to take into account two aspects [16]: 
a) The solid must have a relatively high surface area or a considerable microporous 
volume; 
b)  The solid must have a sufficiently large pore network so as to achieve transport of 
the adsorbate molecules to his inside. 
 
In order to satisfy the requirements described above, a good adsorbent should arise 
from a combination of two characteristics: i) a small size pore; and ii) a reasonable porosity 
[16]. In this context, it is convenient to classify the pores according to their sizes. The 
classification recommended by IUPAC to delineate the pore size was developed based on 
nitrogen adsorption at 77K for a wide range of porous solids, giving then the following 
distribution: 
a) Widths of exceeding 50nm pores are called macropores; 
b) Pores with widths between 2nm and 50nm are called mesopores; 
c) Widths of pores with less than 2nm, are designated micropores. 
 
There is then a concern about the study of the limits of the pores, since the 
mechanisms of filling of these pores are dependent on their shape, the properties of the 
adsorbent and the interactions between the adsorbent and the adsorbate [31]. 
The R&D on new adsorbents is presently booming.  The development of better 
adsorbents can improve the performance of current processes of adsorption, from the 
petrochemical, chemical, biochemical, biological, biomedical and others [33]. It is noticeable 
that there are numerous materials used as adsorbents in adsorption phenomenon, from 
activated carbon, silica gel, zeolites to metal organic frameworks (MOF's), among others. 
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The present work employed zeolite 5A and the metal-organic framework (MOF) MIL-
53(Al) as adsorbents; the former is a common solid whereas the latter one is a newly 
developed porous material. Due to their high porosity, high adsorption capacity, and thermal 
stability, the MOF’s materials have shown great potential for applications in gas storage, gas 
separation, catalysis, and allied fields [34, 35, 36, 37, 38, 39].  
 
2.4.1. 5A Zeolite 
A class of porous solids, as widely used as the activated carbons, are zeolites. These 
materials can be natural or have a synthetic origin, although the latter source is preferred. 
There are many types of synthetic zeolites such as type A, X, Y, ZSM among others. 
Although zeolites have been known for over 200 years, its recognition as a highly 
selective adsorbent was held just 50 years ago. Since then several hundred of new porous 
zeolites have been synthesized. This class of adsorbents can be considered as one of the 
most important and well established class of microporous adsorbents, wherein the porosity is 
intra-crystalline [16]. It is unquestionable, the importance that zeolites have shown in the 
development of adsorption technology. Three major areas of application of this material are: 
a) Removal of trace impurities, or diluted from a gas; 
b) Bulk separation of gas mixtures;  
c) Gas analysis 
Category I refers to the traditional use of zeolitic adsorbents, are examples of this 
drying gas, desulfurization and removal of corrosive and toxic organic compounds through a 
contaminated gas. There are several industrial gases containing various kinds of impurities 
that are treated by adsorption in zeolites. It is due to this application that zeolites are 
commonly known as "molecular sieves". 
Category II is the latest application in development for this type of adsorbent. The trend 
is then to separate gas mixtures, recovering and increasing the degree of purity of them so 
that they can be reused.  
Finally, the most important example in category III, is gas chromatography, which is 
widely used as an analytical tool in research and process control [15, 40]. 
Zeolites are the most widely reported physical adsorbents for CO2 capture in literature. 
In addition, these adsorbents are responsible for the first production of commercial hydrogen 
(H2) from the H2/CO2 separation. An advantage on the use of zeolites is that they are typically 
used at high pressures; on the other hand, the regeneration of the adsorbent is presented as a 
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disadvantage, since it implies costs by the need to be performed at very high temperatures [8, 
41]. 
Once known some general characteristics of the various types of zeolites, it is 
convenient to devote some attention to one of the materials used in this work, namely the 
zeolite 5A. 
The basic unit of a zeolite structure is TO4 tetrahedron, where T is typically silicon or 
aluminium (or a phosphorus on aluminophosphate). In the case of type A zeolites, the typical 
composition of the unit cell is [Na12 {Al12Si12O48}.27H2O]8 and the ratio of Si:Al, always close to 
1.0. There are several variants of type A zeolites (3A, 4A, 5A), these arise when the cation Na+ 
is exchanged for cations K+, Ca2+ or Mg2+, causing a significant effect on the adsorptive 
properties of the zeolite A. In Figure (2.3), it is possible to see the typical structure of a zeolite 
of type A, as well as a sample of zeolite used in this experimental work. 
In the case of zeolite 5A, this occurs when the Na+ cations are exchanged for Ca2+, 
whereas the number of cations required is further reduced, thus leading to an increase of 
porous volume. It is then possible to conclude that the 5A zeolite is crystalline and highly 
porous, having a network of internal pores with approximately 4.3𝐸−04 𝜇𝑚 in size and with 












Figure 2.3: Typical Structure of zeolite type A (left) and image of the sample of zeolite 5A, used in the 
experimental work (right) [91]. 
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2.4.2. Metal Organic Framework MIL-53(Al) 
In addition to the need to improve the traditional materials such as activated carbon 
and zeolites, it is vital to develop new potential adsorbents. The progress of this area then 
results in a wide variety of materials with different characteristics (pore size, surface area, etc.) 
and therefore quite different adsorption properties (selectivity, adsorption capacity, etc.), thus 
increasing the specificity of each adsorbent [43]. 
It has been over the past 10 years, that a large number of hybrid organic - inorganic 
porous solids, which belong to a new class of nanoporous structured materials, to which are 
denominate as organic metal structures (MOF's), have become the subject of considerable 
study. These have emerged as promising candidates for various applications including in the 
area of adsorption [44]. To date, the number of synthesized MOF's is already extremely large, 
as such, the need to characterize and experimentally test these materials is growing [45, 46]. 
The high porosity, high adsorption capacity and thermal stability of MOF’s makes them 
large enhancers for applications in the storing area, purification and separation of gases, in 
catalysis, among others. Therefore, some MOF’s materials are already produced on an 
industrial scale, since they are economically viable and of easy regeneration [47, 48, 49]. 
The organic metal structures (MOF's) are materials made from metal-oxygen 
polyhedral containing either divalent (Zn2+, Cu2+) or trivalent (Al3+, Cr3+) cations interconnected 
by various organic compounds such as carboxylates or phosphonates. As in the case of 
systems of zeolites, the pore size and composition of the surface can be easily adjusted by 
changing the nature of the organic binder or metal center. MOF's are geometrically and 
crystallographic ally structures well defined, and in most cases are strong enough to allow 
removal of guest species, resulting in a permanent porosity. The large number of different 
structures of these materials and the unusual characteristic of some MOF’s of being selectively 
flexible during the adsorption of different gases make these solids very interesting for 
adsorption [50, 51]. 
Metal organic frameworks (MOF's) can be classified into two main classes, rigid and 
flexible/dynamic. The rigid MOF's usually have relatively stable and resistant porous structures 
with a constant porosity, similar to zeolites. On the other hand, the flexible MOF's are dynamic 
structures that respond to external stimuli, such as pressure, temperature and adsorbate 
molecules. This extraordinary sensitivity to external stimuli makes the MOF's unique 
adsorbents, and with properties that are not within the reach of traditional adsorbents, such as 
zeolites and activated carbons [1, 52]. 
The series of MIL-n (Materials of the Institute of Lavoisier), hybrid porous materials, 
synthesized by the group of Férey, are promising candidates on the adsorption of some gases, 
such as CO2 and series of alkanes [50, 51].From the several isotypes (for example, chromium, 
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aluminum and vanadium) porous terephthalates (MIL-53), the aluminum analog - MIL-53(Al) - 
has revealed to be a very interesting MOF’s material and was one of the main focus of this 
work. The structure of MIL-53(Al) is formed by the interconnection of infinite trans chains of 
corner-sharing (via OH groups) AlO4-(OH)2 octahedron by 1,4-benzenedicarboxylate acid 
(BCD) ligands. Its chemical formula is then Al(OH)(O2C - C6H4 - CO2) [47, 53]. MIL-53(Al) not 
only adsorbs large quantities of gas, but also present an exceptional flexibility undergoing a 
reversible structural transformation between two distinct conformations of a large pore (lp) and 
a narrow pore (np), which share the same chemical composition but differ in volume of the unit 
cell, up to 40%. At room temperature and in the absence of the adsorbate molecules, the lp 
phase is the most stable form. However, during gas adsorption, the lp phase becomes np at 
low pressures and inverse transformation occurs at higher pressures [47, 51, 53]. 
In Figure (2.4), we can see the structure of the two conformations (lp) and (np) as well 












Throughout this chapter one have come to realize the importance of adsorption. It has 
been so noticeable that adsorption is the term used to describe the phenomenon in which 
molecules of a given fluid (liquid or gas), are concentrated on a solid surface spontaneously. 
As such, the phase which one call commonly by fluid is also worthy of some study. Therefore, 
one can say that this kind of molecular gas or liquid that adheres or is adsorbed on the solid 
surface is then called adsorbate. 
Figure 2.4: Structure of the MIL-53(Al) in two conformations (lp) and (np) (left) [53]. And image of 
the sample of MIL-53(Al) used in the experimental work. 
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In the case of the development of this work, the adsorbates used were found in the 
gaseous phase, and the adsorption equilibrium studies were performed for pure components, 
such as carbon dioxide (CO2), nitrogen (N2), the series of n-alkanes and alkenes. 
Note that the research conducted for these gases is of extreme importance, since we 
want to achieve ranges of temperature (303.15K - 373.15K) and pressure (0bar - 50bar) of 
very considerable interest and of great importance in research. 
 
2.5.1. Carbon Dioxide 
Carbon dioxide presents a linear geometry and nonpolar character, so the 
intermolecular attractions are weak. This at room temperature presents itself in the form of a 
colorless gas [54]. 
The study of carbon dioxide is of great importance since the environmental effects 
have caused severe impacts. The excess of carbon dioxide that is currently released into the 
atmosphere results from the burning of fossil fuels, mainly by the industry and automotive 
sector. Since this is an important greenhouse gas, its increase has led to global warming 
causing climate change [1]. As such, the capture and storage of carbon dioxide (CO2) are 
increasingly topics for investigation. 
 
2.5.2. Nitrogen 
The nitrogen in ambient conditions is found in the gaseous state under the bimolecular 
form (N2). This inert, colorless, odorless and tasteless gas represents 4/5 of the composition of 
atmospheric air. Nitrogen (N2) is the major constituent of the Earth's atmosphere and the most 
abundant in the Universe. This is somewhat reactive element, so that under normal conditions 
does not combine with any other chemical element [54]. 
The study of this gas is also important, since, although in low percentages, nitrogen is 
present in the mixtures of gases that are released into the atmosphere by the industry, as 
such, knowledge about data such as the adsorption equilibrium of this gas is also important. 
The nitrogen has a variety of applications, such as, its use for preserving the freshness 
of the packaged food or in bulk. It is used, for example, in some systems of aviation fuels to 





2.5.3. N-Alkanes and Alkenes 
Hydrocarbons are organic compounds constituted essentially by carbon and hydrogen 
atoms linked by weaker intermolecular forces. Normally hydrocarbons are in a gaseous or 
liquid state because of its low melting point and boiling point, respectively. These are formed at 
high pressures inside the Earth and are brought to areas of lower pressure through geological 
processes, which can form commercial accumulations of great value, such as coal, oil, natural 
gas, among others [54]. 
The hydrocarbons can be divided into saturated and unsaturated hydrocarbons. The 
saturated ones do not form double or triple bonds, such as the series of n-alkanes. In contrast, 
the unsaturated ones have one or more double or triple bonds between carbon atoms, as the 
case of alkenes. From the series of alkanes available, this work studied the gases: ethane 
(C2H6), propane (C3H8) and butane (C4H10), while in the series of alkenes is addressed only for 
the ethylene (C2H4) [54]. 
The simplest alkane is methane (CH4), this is the main component of natural gas and 
probably the most abundant organic compound on Earth, which makes it quite attractive. 
However, it is also a greenhouse gas relatively powerful, leading to a greater concern for 
environmental protection. Likewise, hydrocarbons are currently the main source of energy for 
civilizations and their impact on the environment causes some concern. Therefore, it is easily 
understood why the study of the series of n-alkanes and alkenes are in constant development. 
In summary, it should be noticed that the referred gases are generally not found as 
pure gases. On the other hand, the gases are generally found as mixtures, or contaminated 
streams. Therefore, the interest in the knowledge of the properties of the pure gases is strictly 
linked to the objective of performing their purification of separation from different gas streams. 
Among the typical effluent streams to be treated the separation of CO2/N2, CO2/CH4, C2H6/ 
















3. Experimental Work on Adsorption 
This chapter comprises the main component of this thesis.  It includes the 
characterization of the adsorbent materials used, the description of the experimental method 
and equipment used to determine the adsorption isotherms, and the experimental protocol 
followed during the work. 
 
3.1. Characterization of Adsorbents 
The two adsorbents, target of study in conducting this work, belong to a class of 
microporous adsorbents with a high surface area. Zeolite 5A and MIL-53(Al) were selected 
since they have shown great potential in the field of adsorption [42, 35]. 
The adsorbents characterization is then a key issue, since it allows us to identify the 
properties that influence their performance. It is driven by the need for quantitative and 
qualitative information that serve as a basis for comparison and selection of the best adsorbent 
for a specific application [55]. 
 
3.1.1. Characterization Techniques 
There are several adsorbent properties, such as density, surface area, the average 
pore size, distribution of pore size, shape and pore volume, among others, which are 
determined from specific characterization techniques. Only the most relevant ones are 
discussed here. 
The characterization of both zeolite 5A and MIL-53(Al) was performed using 
techniques such as Mercury Porosimetry, Thermogravimetric Analysis and Nitrogen 
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Adsorption at 77K. All the supporting information provided by these techniques is available in 
Appendix A. 
Note that before any of these characterization analyses, the two samples were 
subjected to a pretreatment. In the case of 5A zeolite, the sample was degassed and activated 
at 623.15K in a muffle (Nabertherm GmbH B170); in the case of the MIL-53(Al) the procedure 
was the same, but its activation temperature was of 473.15K. 
 
3.1.2. Mercury Porosimetry 
The mercury porosimetry is a technique that, for applying various levels of pressure to 
a sample immersed in mercury, characterizes the porosity of the material. The pressure 
required to intrude mercury into the pores of the sample is inversely proportional to pore size 
[56].  
The samples of zeolite 5A and MIL-53(Al) were then subjected, separately, to an 
experimental cycle of intrusion-extrusion of mercury, using a porosimeter, Autopore IV 9500 
(Micromeritics Instrument Corporation, Norcross, Georgia). The experimental data are shown 
in Appendix (A.1), Figure (A.1) and (A.2). 
By the analysis of mercury porosimetry is then possible to notice that in the case of 
zeolite 5A, this shows an average value of pore diameter of 𝐷𝑝̅̅̅̅ = 5𝐸
−05 𝜇𝑚 and a porosity of 
56%. In the case of the MIL-53(Al), it announces an average pore diameter of 𝐷𝑝̅̅̅̅ = 30 𝜇𝑚 
and a porosity of 68%. We can then conclude that in this case the MOF represents a more 
porous material than the zeolite, as would be already foreseen. 
 
3.1.3. Thermogravimetric Analysis (TGA) 
Thermogravimetric analysis (TGA) allows us to evaluate the temperature range over 
which the sample decomposes. This procedure is performed by recording the weight loss as a 
function of the increasing temperature. Through this analysis, it is possible to observe the 
physical and chemical properties of the adsorbent material. 
Typically, the results are presented graphically in a curve of weight percent as function 
of temperature. This way, it is possible to know until what temperature it is safe to heat the 




BET surface area (m2/g) 831 502
Microporearea (m2/g) 608 448
Total pore volume (cm3/g) 0.597 0.394
Micropore volume (cm3/g) 0.332 0.233
Porosity (%) 68% 56%
The samples were analyzed by TGA (model Q50 V6.7 Build 203, Universal V4.4, TA 
Instruments) under a nitrogen atmosphere at a heating rate of 5 deg/min. It is possible to find 
the experimental profiles in Appendix (A.2), Figure (A.3) and (A.4). 
It is easily possible to conclude that in the case of zeolite 5A, the structure can reach 
up to 823.15K without any decomposition of it. MIL-53(Al) shows no deformation in its 
structure until a temperature of 773.15K is reached [47, 57]. 
 
3.1.4. Nitrogen Adsorption at 77K 
The first systematics measurements of physical adsorption of nitrogen 77K were 
undertaken by Brunauer and Emmett (1935). Since then, the low-temperature nitrogen 
adsorption at 77K has become a general procedure for the determination of the surface area 
and pore size distribution for various porous materials. The use of nitrogen represents an 
advantage since this probe molecule is inexpensive, readily obtained and well-studied in the 
adsorption literature [26].  
The measurement of the isotherm of nitrogen (N2) for the adsorbents in question was 
carried out at 77K, using a static volumetric apparatus (Micromeritics Adsorption Analyzer, 
Model ASAP 2010). In Appendix (A.3), Figure (A.5) and (A.6) presents the adsorption 
isotherm. 
It is then possible to conclude that for zeolite 5A, the total surface area of the sample, 
determined by BET surface area method, is 502 m2/g, of which 448 m2/g corresponds to the 
microporous area and the total pore volume is 0.394 cm3/g, of which 0.233 cm3/g is the volume 
of the microporous pores. In the case of the MIL-53(Al) the total surface area of the sample, 
determined by BET surface area method, is 831 m2/g, of which 608 m2/g represent the 
microporous area, and relatively to the total pore volume, this is of 0.597 cm3/g, of which 0.332 
cm3/g corresponds to the volume of microporous pores [47, 57].  









3.2. Adsorption Equilibrium Measurements 
The extensive adsorption equilibrium data measured experimentally were obtained by 
a static gravimetric method, using a high-pressure magnetic suspension balance (MSB) 
ISOSORP 2000 from Rubotherm GmbH. 
Briefly, this method consists in the progressive addition of gas to both measuring cells, 
which contain samples of zeolite 5A and MOF MIL-53(Al) separately, followed by the 
equilibration under isothermal conditions, in order to generate the data points throughout the 
adsorption isotherm. Pressure and weight changes are continuously monitored until the 
equilibrium, which occurs when it is assumed that the value of pressure and temperature are 
constant and there are no changes in the mass measured. The procedure is repeated until 
enough data points are collected to generate a complete isotherm. The cells are then gradually 
depressurized and equilibrated, to generate other points along the downward path of the 
isotherm, and check for possible hysteresis effects. 
 
3.2.1. Materials 
The 5A zeolite used in this study is in the form of spheres with a mesh between 60 and 
80, synthesized by Supelco - Analytical (Bellefonte, USA) (lot.12193 - 50g). This material is 
intended solely to the area of investigation. 
For the second adsorbent material used in this work, the metal organic framework 
(MOF) MIL-53(Al) is presented in the form of crystals synthesized by BASF (Somerset, NJ) 
under the trademark Basolite A100 and was purchased through Sigma-Aldrich (product 
no.688738 - 10g). According to the manufacturer, this material has an average pore diameter 
of 𝐷𝑝̅̅̅̅ = 32 𝜇𝑚. 
In the case of zeolite 5A were used between 0.50 to 0.55 g of material, whereas for the 
MOF, MIL-53(Al), a mass of 0.30 to 0.35 g was employed, for the experimental measures of 
adsorption equilibrium. 
All gases used (He (99.999%), N2 (99.995%), CO2 (99.998%), CH4 (99.95%), C2H6 
(99.95%), C3H8 (99.95%), C4H10 (99.95%), C2H4 (99.5%)) had the purity needed for research 






3.2.2. Experimental Description 
Adsorption equilibrium of the series of n-alkanes, ethylene, carbon dioxide and 
nitrogen in MIL-53(Al) and zeolite 5A were obtained gravimetrically using the high-pressure 
magnetic suspension balance (MSB) model ISOSORP 2000 by Rubotherm GmbH (Germany), 
with the acquisition of pressure, through an internally developed software (BioCTR) and 
temperature controlled by a thermostatic bath (JULABO). 
Magnetic suspension balances (MSB) allow the determination, with high accuracy, of 
the changes in mass of one or two samples simultaneously, which are under a controlled 
environment (pressure, temperature, etc.). Through these measurements, it is then possible to 
determine the adsorption equilibrium, as is required in this task. The gravimetric method 
measures excess adsorption as the apparent increase in weight of the sample corrected for 
the buoyancy force exerted by the bulk fluid. 
The main difficulty when using conventional gravimetric instruments is the direct 
contact between the measuring cell (sample atmosphere) and the weighing instrument. The 
balance can be damaged or disturbed by the measuring atmosphere and the measuring 
atmosphere can be adversely affected by flushing gases and pollution. These limitations 
considerably reduce the field of application of conventional measuring devices. 
The advantage of the high-precision MSB consists in the possibility to weigh samples 
contactlessly under nearly all environments at high accuracy. Instead of hanging directly at the 
balance, the sample to be investigated is linked to a so-called suspension magnet which 
consists of a permanent magnet, a sensor core and a device for decoupling the measuring 
load (sample). The suspension magnet and the connected sample achieve a constant vertical 
position in the measuring cell. An electromagnet, which is attached to the underfloor weighing 
hook of a balance, maintains a freely suspended state of the suspension magnet via an 
electronic control unit. Using this magnetic suspension coupling the measured force is 
transmitted contactlessly from the measuring chamber to a microbalance SARTORIUS Model 
BP211, which is located outside the chamber under ambient atmospheric conditions. 
Consequently, this arrangement eliminates almost all restrictions which are inherent to 
conventional gravimetric measuring instruments. Figure (3.1) shows a comparison between 















A controlled suspended state is achieved by means of a direct analogous control circle 
(PID controller and position transducer). This modulates the voltage on the electromagnet in 
such a way that the suspension magnet is held constantly in a vertical position. A 
microcontroller driven digital set point controller superimposed to the direct PID controller 
allows various positions of the suspension magnet to be set up. 
The balance can be tared and calibrated automatically. The magnetic suspension 
balance offers the possibility of lowering the suspension magnet in a controlled way to a 
second stationary position, a few millimeters below the measuring position. Then, a small 
carrier to which the sample is connected is set down on a support. Now the sample is 
decoupled from the balance. The suspension magnet alone is in a freely suspended state and 
only its weigh is now transmitted to the balance. This so-called zero point position (ZP), which 
corresponds to an empty balance pan in a normal weighing procedure, allows a taring and 
calibration of the balance at all times, Figure (3.2). This feature enhances the accuracy of the 
measurements considerably, particularly in the case of long term measurements [58, 59]. 
 
 
Figure 3.1: Gravimetric measurements in controlled environments. Comparison of conventional 




Figure 3.2: Measuring position with sample connected to the balance (left) and automatic 
decoupling [Zero Point position (ZP)] of the measuring load in order to tare and calibrate the 
balance (right) [58]. 
 
An upgrade of the MSB was performed and tested recently during this thesis, opening  
two  possibilities: i) to measure the mass change of one sample with direct determination of 
the gas-phase density inside the measuring chamber; or ii) to measure simultaneously two 
samples with only one magnetic suspension balance. In addition to the first measuring load 
decoupling a second is arranged in the magnetic suspension coupling. The three different 
vertical positions of the suspension magnet, which can be arrived at in a controlled way, 
correspond to three different measuring positions, which double the measuring adsorption  
data for the same period of working time and under exactly the same conditions [58, 59]: 
 Zero Point:  
The permanent magnet alone is in a freely suspended state, allowing the balance to be 





 Measuring Point 1 (MP1):  
The first sample is lifted up and its mass is weighed. 
 Measuring Point 2 (MP2):  
The second sample is raised with the first one and both masses are weighed together. 
By subtracting the first measuring point (MP1) from the second one (MP2) the mass of the 
second sample is determined. 
In summary, the main advantages of this unique MSB, brought together and 
implemented during this thesis, is the simultaneous: 
 Weight measurement of one or two adsorbent samples placed inside the 
measuring cell and; 
 
 Possibility of measurement of the density of the fluid phase inside the cell by using 
an inert sinker with known volume as second sample. The density of the fluid phase is then 
measured highly accurate using Archimede’s principle of buoyancy. 
 
Figure (3.3) then compares the three different measurement positions. The zeolite 5A 
and for MIL-53(Al) correspond to the adsorbent samples measured simultaneously inside the 
MSB described above.  
 
Figure 3.3: Simultaneous measurement of adsorption and density. Comparison of Zero Point (ZP), 




After understanding some of the operational principles of this equipment, Figure (3.4) 
shows the magnetic suspension balance (MSB) and its components. The device has a 
resolution of 0.01mg, an uncertainty less than 0.002% of measured value, and a reproducibility 
of less than 0.03mg to a maximum load of 25g. The conditions that may be imposed to the 






















3.2.3. Adsorbent Sample Pre-Treatment 
Before the measurement of each adsorption isotherm, it is necessary to pre-treat the 
adsorbent sample so as to ensure that this solid under study is as "clean" as possible, that is, 
it does not contain any moisture or other adsorbed impurities. This is performed by heating the 
sample/s at high temperature, according to the type of solid under study. However, the 
temperature limitation of (373.15K) inside the MSB does not allow activation of samples such 
as zeolites or MOF’s in situ, as would be desirable. The activation temperature of the zeolite 
5A is 623.15K and of MOF MIL-53(Al) is 473.15K. Therefore, there was a need then to find a 
reliable way to activate the samples. 
The adsorbents activation where performed with the help of external muffles. Thus, 
whenever necessary, before the adsorption runs, each sample was placed in a small 
desiccator inside a nearby muffle (Nabertherm GmbH), with an heating ramp of 50 to 60 
minutes and the threshold temperature of 623.15K and 473.15K for the 5A zeolite and for MIL-
53(Al), respectively, for a period of time of 2 to 4 hours. Consequently, each heated sample 
was placed inside the MSB under an inert atmosphere of helium. Finally, the samples are 
degassed in situ under vacuum at ca. 353.15K for at least 8 hours. After the procedure 
described above, and the stabilization of the system at the operating temperature required, the 
initial masses of the two materials are measured. Generally, at the start of each experiment, 
the initial sample weight of 5A zeolite is between 0.50 to 0.55g, while for the MIL-53(Al) is 

















3.2.4. Experimental Apparatus 
The adsorption equilibrium measurements were carried out with the apparatus shown 




Figure 3.5: Pictures of the experimental apparatus used in the equilibrium measurements. 
Figure 3.6: Schematic diagram of the experimental apparatus used in the equilibrium. 
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The adsorbate enters the sealed chamber of the MSB and the pressure is recorded in 
the output line of the apparatus by four pressure sensors of high precision, each for a given 
range of pressures. The temperature is measured and controlled within the MSB chamber by a 
in situ temperature sensor and a thermostatic bath by JULABO. In the experimental unit, all 
the fittings, stainless steel (SS) tubing, valves and instrumentation are 1/8” OD Swagelok type. 
It is still possible to find a vacuum pump (EDWARDS), a compressor (HiP) and a valve 
assembly coupled to the system. A full description of the equipment used in the facility is in 
Appendix B.  
The temperature variable is the first point of reference on the measurement of an 
adsorption isotherm, and should be stable throughout the entire experiment. Therefore, the 
adsorption chamber is kept at the desired temperature by means of a double jacket connected 
to a thermostatic bath by JULABO with a circulating fluid that has a wide operating range of 
temperature. Through the signal of a four-wire Pt100 probe, which is inserted directly into the 
adsorption chamber, it is possible to control the temperature externally to the bath an inside 
the MSB. It is possible to maintain the temperature of the adsorption chamber within ± 0.01 K 
of the desired value. 
 Regarding the pressure, always that the desired pressure was higher to the pressure 
available by the feed, a manual HiP pressure generator was used. 
All the instruments were voltage supplied using typical power suppliers Velleman with 
variable voltage that covered the range of supply needed for the equipment operation.  
The adsorption laboratory apparatus is composed by four main units: 
I. - Feed system unit 
II. - Gravimetric unit 
III. - Temperature measuring and control unit 
IV. - Pressure measuring and control system. 
 
I. Feed system unit 
This feed unit is composed by a 1/8’’ OD SS tubing system. It is possible to verify the 
existence of two feeding lines, one to the inert material and the other for the component in 
study. It is connected to the feeding line a manual HiP pressure generator, to be used 
whenever the desired pressure is higher than the pressure available at the feed stream. This 
system also has a vacuum line connected to a vacuum pump BOC Edwards 5C, that is used 










II. Gravimetric unit  
Figure (3.8) shows the gravimetric unit, composed by the magnetic suspension (MSB) 
with acquisition of weight values in a external SARTORIUS microbalance. Simultaneously, it is 
held the acquisition of the pressure data with a National Instruments PCI-6023E Board. This 
acquisition is made through a LabVIEW software (BioCTR) developed internally, where 
measurements are monitored in order to verify when equilibrium conditions were reached. This 
is done by means of an equilibrium criteria (mass, pressure and temperature changes). 









III. Temperature measuring and control unit 
With regard to the unit of measurement and control of temperature, this is composed of 
a thermostatic bath of JULABO, with a circulating fluid, R134a as known as 1,1,1,2-
Tetrafluoroethane, that has an operating range between 238.15K and 473.15K [60]. An 
external temperature four-wire Pt100 probe was used, which is inserted directly into the 
adsorption chamber and is controlled by the bath, so that it is possible to measure and control 
temperature with very high accuracy. Figure (3.9) shows the thermostatic bath, as well as the 
Figure 3.7: Inert, component and vacuum feed streams of the feed system unit. 
Figure 3.8: Pictures of the gravimetric unit. 
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IV. Pressure measuring and control system 
Depending on the system pressure range to be measured, several transducers (PT) 
were used (see Appendix B), as shown in Figure (3.10). The pressure measurements were 
performed with the following four sensors: 
 PT MKS Baratron Type 627D from MKS Instruments Corporation (USA), used in the 
pressure range of 0-1 bar, 
 
 PT PX01C1-150A5T from Omegadyne Inc. (USA), used to measure in the pressure 
range of 0-10 bar, 
 
 PT PX01C1-500A5T from Omegadyne Inc. (USA), used in the pressure range of 0-
35 bar, 
 
 PT PX03C1-3KA5T from Omegadyne Inc. (USA), used to measure in the pressure 
range for 0-69/138/207 bar.  
 The fact that there are four pressure sensors which operate in different pressure 




Figure 3.9: Pictures of the measuring unit and temperature control. 
Figure 3.10: Pictures of the measurement and pressure control system. 
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3.2.5. Experimental Procedure 
As mentioned above, the adsorption isotherms were measured using a static 
gravimetric method. The adsorption equilibrium data, from the series of alkanes, alkenes, CO2, 
N2 and He, on zeolite 5A and on metal organic framework MIL-53(Al) for the temperature 
range of 303.15 - 373.15K have been measured according to the standard procedures 
described below: 
I.  After the pre-treatment of samples, the initial masses of both materials were 
acquired at 0 bar and constant temperature. 
 
II.  After defining the points desired for the single-component adsorption/desorption 
isotherm  to measure, it is then performed a first pressurizing of the adsorption chamber, 
containing both samples of zeolite 5A and MIL-53(Al), to the desired pressure. 
Since there is the opportunity to perform very accurate measurements at very low 
pressure ranges, a special care was taken in controlling the output pressure of the bottle and 
the entry of pressure in the adsorption chamber of the MSB. 
III.  The measurement of the pressure, temperature and weight of the samples are 
followed, until thermodynamic equilibrium is reached. In order to ensure maximum accuracy, it 
is assumed that the adsorption equilibrium occurs when the pressure and temperature are 
constant, and the rate of change in mass of each sample approaches zero usually over 1 hour 
period. 
 
IV.  The values of pressure, temperature, and mass values of the samples are 
acquired at adsorption equilibrium conditions. The gas pressure in the adsorption chamber is 
then raised, and the samples are allowed to reach the new equilibrium point of the adsorption 
isotherm. 
 
V.  Once we have determined the low pressure zone of the isotherm with the maximum 
accuracy possible, the process is repeated in order to determine the remaining required values 
and obtain a full isotherm adsorption.  
 
Regarding the acquired data, is then important to note that the pressure values are 
acquired via BioCTR (internally developed software). It should be taken into account, the 
amount of pressure that is being measured in order to use to the sensor with the most 
accurate range for the measure in question. Since the acquisition is done continuously, the 
recorded value corresponds to an average of values which have a rate of change near zero. 
As to the value of temperature that is measured and controlled using four-wire Pt100 probes 
and the thermostatic bath by JULABO. 
36 
 
Finally, the weight values of sample masses are registered, performing the taring at the 
ZP position, in order to make the transition to the MP1 position and then to MP2. 
 
VI.  Reached the desired maximum pressure value, the following procedure is the 
reverse, in other words, depressurization of the adsorption chamber. The determination of 
each stage of depressurization is followed by equilibrium under isothermal conditions, so as to 
generate points along the downward path of the isotherm, thus verifying the possible effects of 
hysteresis. Again, the pressure, temperature and the measured masses are continuously 
monitored until equilibrium is reached, which is assumed when these three greatnesses 
present variation rates close to zero. 
This procedure is then repeated as many times as necessary until we reach again the 




































4. Experimental Results and Data Analysis 
The experimental results obtained with the present study, as well as the analysis of 
results are presented in this chapter. A detailed study of the adsorption isotherms measured 
was performed, with the aim of obtaining global adjustments by adsorbate, using the Sips and 
Toth models [6, 16]  
The information provided by the adsorption equilibrium data is fundamental to 
understand the adsorption processes. The adsorption equilibrium of pure components is 
essential to understand how those components are adsorbed by the adsorbent phase. 
The adsorption isotherms of helium (He), nitrogen (N2), carbon dioxide (CO2), n-
alkanes C2 to C4, and ethylene (C2H4) were measured for temperatures of 303.15K, 323.15K, 
353.15K, and 373.15K, in a pressure range from 0 to 50 bar. Note that, in all cases, points of 
desorption and adsorption were measured in order to properly define the isothermal under 
study. Reproducibility of the measurements was checked to ensure data accuracy and 
feasibility. 
 
4.1. Amount of Gas adsorbed and Buoyancy Forces Account  
The gravimetric method, as well as all other conventional methods of adsorption, 
measures excess adsorption (𝑞𝑒𝑥)  as the apparent increase in weight of the sample, 
corrected for the buoyancy force exerted by the fluid mass [55, 57]. Therefore, in order to 
determine the absolute adsorption, the corrections of buoyancy forces must be determined. 
The buoyancy forces are taken into account to correct the influence of gas density on 
the measured apparent weight of the sample. The displacements of gas by the sample holder, 
solid adsorbent, and adsorbed phase, are taken into consideration. The correction due to the 
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sample holder is obtained with blank experiments performed at different pressures with the 
empty holder. The buoyancy due to the solid matrix of the adsorbent, which results in an 
apparent weight loss, is estimated as the product of the skeletal volume of the adsorbent and 
the gas density. Finally, the buoyancy effect exerted on the adsorbed phase is corrected in 
order to obtain the absolute adsorption isotherm 𝑞(𝑃, 𝑇) [6, 57]. 
The weight 𝑚, shown by the balance, results from net force exerted on the sample, 
and at any time can be described by the following Eq. (4.1) : 
 
             𝑚 = 𝑚ℎ (1 −
𝜌𝑔
𝜌ℎ
) + 𝑚𝑠 (1 −
𝜌𝑔
𝜌𝑠
+  𝑞𝑒𝑥)                      Equation (4.1)   
          
where, 𝜌ℎ and 𝑚ℎ are the density and mass of the sample holder, respectively, and  
𝜌𝑠  and 𝑚𝑠 , in turn, are the mass and density of the sample of adsorbent, respectively, 
measured after pretreatment of the solid, 𝜌𝑔 is the density of the bulk gas to the pressure and 
temperature equilibrium, obtained by the NIST database [61], and 𝑞𝑒𝑥  corresponds to the 
excess of specific adsorption, expressed by the following expression: 
 
                                                    𝑞𝑒𝑥 = 𝑞 (1 −
𝜌𝑔
𝜌𝑎
)                                            Equation (4.2) 
 
𝑞𝑒𝑥 gives the amount of gas adsorbed in excess of equilibrium gas that occupies the 
same volume at the same pressure and temperature, if the gas did not adsorbed in the solid 
[57], and it is the well-defined thermodynamic quantity, known as the excess adsorption [6].    
The 𝜌𝑎 represents the density of the adsorbed phase. 
The blank experiments with an empty holder give the mass and density of the holder 
from the intercept and slope of the linear decrease of apparent weight with gas density: 
 
                                      𝑚 =  𝑚ℎ − 
𝑚ℎ 
𝜌ℎ 
 𝜌𝑔                                              Equation (4.3) 
 
The values of 𝑚ℎ and 𝜌ℎ , were estimated at 293.78K, and re-checked, using helium 
(He), thus verifying the validity of the measurements. Figure (4.1) and (4.2) show the blank 
experiments carried out for the two cells used in the present study. Table (4.1) summarizes the 
blank parameters obtained. It possible to find in Appendix (C.1), Table (C.1), the respective 



















































Figure 4.2: Blank calibration of sample holder for Cell 2, used in the adsorption measurements. 





















Figure 4.1: Blank calibration of sample holder for Cell 1, used in the adsorption measurements. 




























Cell 1 293.78K, He 5.574 0.703 7.929




On the other hand, adsorption experiments using a non-adsorbing gas, such as helium 
at high temperature, provide the mass (𝑚𝑠) and density (𝜌𝑠) of the adsorbent in study, by the 
equation: 
 
                              𝑚 −  𝑚ℎ (1 −  
𝜌𝑔 
𝜌ℎ 
)  =  𝑚𝑠 −  
𝑚𝑠 
𝜌𝑠 
 𝜌𝑔                          Equation (4.4) 
 
In the present study, it is assumed that helium (He) acts as an inert probe that 
penetrates the entire volume of pores accessible to adsorbents zeolite 5A and MIL-53(Al), 
without being adsorbed [62]. The experiment was then performed with helium (He) for the 
adsorbents under study, at a temperature of 353.29K and a pressure range from 0 to 35 bar. 
In Appendix (C.1), Table (C.2) present the experimental findings for the measurements. Figure 
(4.3) and (4.4), Table (4.2) present the results for the determination of the mass (𝑚𝑠) and 









Table 4.1: Results of blank calibration of the sample holders used in the adsorption 
measurements. 
Figure 4.3: Analysis of adsorption equilibrium measurements of the He using sample holder no.1. 
The experiments using a non-adsorbing gas at high temperature provides the mass and density 



































Cell 1 353.29K, He 0.496 0.290 1.707















Finally, once known the mass values (𝑚ℎ) and density (𝜌ℎ) of the sample holder, the 
mass (𝑚𝑠) and density (𝜌𝑠) of the sample of adsorbent, and (𝜌𝑔) being the density of the 
bulk gas at each equilibrium point of the isotherm, it is possible to determine the adsorption 
isotherms of excess, for each of the adsorbents studied, by the equation: 
 
                𝑚𝑠𝑞𝑒𝑥 = 𝑚 − 𝑚ℎ (1 −
𝜌𝑔
𝜌ℎ 
)  − 𝑚𝑠 (1 −
𝜌𝑔
𝜌𝑠
)                              Equation (4.5) 
 
⇔ 𝑞𝑒𝑥 =
𝑚 − 𝑚ℎ 
𝑚𝑠 









Figure 4.4: Analysis of adsorption equilibrium measurements of the He using sample holder no.2. 
The experiments using a non-adsorbing gas at high temperature provides the mass and density 
of the MIL-53(Al) sample. Filled symbols and open symbols denote adsorption and desorption 
data, respectively. 
Table 4.2: Results of adsorption equilibrium measurements of the He. Cell 1, contains the sample 




where, (𝑉ℎ)  corresponds to the volume of all moving parts present in the measuring 
cell (such as the holding basket) that are subject to the buoyancy force exerted by the gas. 
Knowing 𝑞𝑒𝑥 is then possible to determine the absolute amount of adsorption (𝑞𝑡) from 
the Eq. (4.6) [6]. Finally, the total amount of is given by:  
                                              𝑞𝑡 = 𝑞𝑒𝑥 (
𝜌𝑎
𝜌𝑎−𝜌𝑔
)                                          Equation (4.6) 
 
In gravimetric adsorption equilibrium measurements for microporous solids, the 
thermodynamic property most readily determinable is that which Gumma and Talu denote as 
net adsorption [63]. This is an alternative concept where 𝑞𝑛𝑒𝑡  is then defined as the total 
amount of gas present in the measuring cell (with the adsorbent), minus the amount that would 
be present in the empty cell (without the adsorbent), at the same pressure and temperature 
conditions [63]. 
In the case of a gravimetric experiment, parameter 𝑞𝑛𝑒𝑡 can be calculated directly from 
the experimental data since it is independent of the characteristics of adsorbents, such as pore 
volume, density of the solid matrix and the volume of impervious solid. 
Note that net values are always lower than the excess and the absolute adsorption, 
and negative 𝑞𝑛𝑒𝑡 value, indicates that the overall density of the cell with the solid is lower than 
in the empty container. Therefore, by adopting the approach of net adsorption, the only 
buoyancy forces taken into account, in order to correct the influence of the gas density in 
relation to the measured apparent weight of the sample, are the displacements of gas by the 
sample holder, which are obtained with simple blank experiments, performed at different 
pressures with the empty cell. Therefore, 𝑞𝑛𝑒𝑡 is given by the equation:  
 
                                     𝑞𝑛𝑒𝑡 =
𝑚−𝑚𝑠 − 𝑚ℎ+𝑉ℎ 𝜌𝑔
𝑚𝑠 
                                     Equation (4.7) 
 
where 𝑞𝑛𝑒𝑡 is the expression per unit mass of adsorbent, 𝑚 is the apparent weight of 
the sample measured by the balance, 𝑚𝑠 is the mass of the sample of adsorbent (measured 
after vacuum degassing and thermal pretreatment), 𝑚ℎ is the mass of the sample holder, 𝑉ℎ is 
the volume of all moving parts present in the measuring cell (such as the holding basket) that 
are subject to the buoyancy force exerted by the gas, and 𝜌𝑔 is the gas density at the pressure 
and temperature conditions of the experiment. 
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However, adsorption measurements, are commonly presented in terms of excess 
adsorption, 𝑞𝑒𝑥 , which can be positive or negative, and which corresponds to the total amount 
of gas introduced into the measuring cell minus the amount that remains in the gas phase 
upon equilibration of the system, in other words, 𝑞𝑒𝑥 is the amount of gas in excess of the 
amount that would be present in the same system, at the same pressure and temperature, if 
the gas did not adsorbed in the solid [57]. The excess amount, 𝑞𝑒𝑥, is related to 𝑞𝑛𝑒𝑡 trough 
the equation: 
                                𝑞𝑛𝑒𝑡 =  𝑞𝑒𝑥 − 
𝜌𝑔 
𝜌𝑠 
                                                       Equation (4.8) 
  





  is the specific volume impenetrable to the adsorbate. 
The relations between the absolute adsorption (𝑞𝑡)  and the other two adsorption 
quantities ( 𝑞𝑛𝑒𝑡 and 𝑞𝑒𝑥  ), are given by: 
 
                           𝑞 =  𝑞𝑒𝑥 +  𝑉𝑝 𝜌𝑔 =  𝑞𝑛𝑒𝑡 + (𝑉𝑝 +  𝑉𝑠) 𝜌𝑔                      Equation (4.9) 
 
where, 𝑉𝑝 is the accessible pore volume of the adsorbent. 
 
4.1.1. Adsorption Isotherms 
After defining the amount adsorbed as net, excess and absolute adsorptions, through 
equations (4.7), (4.8) and (4.9), the experimental adsorption/desorption equilibria data can be 
represented in Figures (C.1) to (C.39), Appendix (C.2), where are include the Tables (C.3) to 
(C.12) with the experimental data. 
As an example, Figure (4.5) illustrates the net (𝑞𝑛𝑒𝑡), excess (𝑞𝑒𝑥) and total (𝑞𝑡) 
amounts adsorbed for nitrogen at 303.22K for MIL-53(Al). It is possible to see that, 
approximately, at pressures below 1 bar the differences between net (𝑞𝑛𝑒𝑡), excess (𝑞𝑒𝑥), 
and total adsorption (𝑞𝑡)  are negligible. At higher pressures, the three measurements of 
adsorption start to deviate from each other. For the high pressure region, the net adsorption is 
the lowest of the three quantities, followed by excess and finally by total adsorption, that is the 
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highest of the three. These relationships correspond to the whole investigated temperature 
range, for all the gases in study both in the case of zeolite 5A as MIL-53(Al). 
 
 
Figure 4.5: Experimental single-component adsorption for N2 at 303.22K for MIL-53(Al). Filled 
symbols and open symbols denote adsorptionb and desorption data, respectively.  
 
In order to better understand the results of the adsorption process, it is possible to see 
Figure (4.6) that shows the adsorption isotherm of carbon dioxide (CO2) obtained 
experimentally for the MIL-53(Al). Figure (4.6) shows the total adsorbed amount (mol/kg) in 
function of pressure (bar), for the temperatures that were measured, 303.16K, 323.18K and 
353.37K. In the Appendix (C.2) is possible to find the remaining graphics with this same 
approach for each gas. 
It is then possible to verify that for both adsorbers and for all gases studied, the total 
adsorbed amount (mol/kg) increases with increasing pressure (bar) until reaching an 
approximately constant level. The exact location of this level depends on the molecular nature 
of the adsorbate, being achieved, generally, earlier for lighter molecules. We can also 
conclude that apparently isotherms obtained are of the Langmuir type (Type I). It is also 
possible to assert that as expected, at low temperatures the amount adsorbed is larger, since 










































































4.2. Theorical Methods 
Over the years, there were formulated theoretical models capable to describe the 
behavior of the isotherms. 
Concerning the single-component isotherm models, as the case in study in this work, it 
is known that the minimum number of parameters required to fit a non-linear isotherm model is 
three, as in the elementary Langmuir isotherm model [64]. 
Several are the models of isotherms that have been employed in the literature in the 
context of the modeling adsorption equilibrium of gases. The Langmuir-Freundlich (LF) (also 
known as Sips), Toth and Unilan isotherms, among others, are generally popular, because of 
their ability to model a wide variety of equilibrium data and possess four independent 
parameters, thereby providing an extra degree of freedom as compared to the simple 
Langmuir isotherm. The last isotherm model reviewed here is the potential theory either in the 
form of the Dubinin-Asthakov equation or of the model proposed by S. Ozawa and Ogino [65, 
66]. All of these models mentioned here, may be explicitly solved for the solid charge balance. 
The results indicate that the Langmuir-Freundlich, Toth and Potential theory isotherm 
models fit the isotherm data equally well with an average precision error of less than 2%. 
However, it should be pointed out that there is less certainty as to the correct temperature 
dependency of the parameters of the Toth isotherm than of the parameters of the other 
isotherm models. On the other hand, the potential theory has attractive features that make it 
Figure 4.6: Experimental single-component adsorption for CO2 at 303.16K, 323.18K and 353.37K for 
MIL-53(Al). Filled symbols and open symbols denote adsorption and desorption data, respectively. 
46 
 
especially useful for predicting single-component adsorption equilibrium from a limited set of 
experimental measurements [26, 65, 67]: 
 The characteristic curve is temperature independent and therefore, only 
adsorption equilibrium measurements at one temperature are necessary to obtain the 
characteristic curve, and this is sufficient to describe the adsorption at all temperatures for the 
same gas-solid system. 
 The theory can be generalized if an affinity coefficient is used as a shifting factor 
to bring the characteristic curves of all gases on the same adsorbent into a single curve. This 
formulation is perhaps the best attempt to obtain a universal isotherm which adsorption data of 
one reference gas are extended to other gases. 
As such, for the realization of this thesis the models studied were the Langmuir -
Freundlich (Sips), Toth and the Potential Theory.  
 
4.2.1. Sips and Toth Isotherm Models 
Knowledge of the adsorption equilibrium and the heat of adsorption are essential for 
proper design of any gas-phase adsorption process [6]. It was then used, individual adjustment 
at different temperatures for each component. 
An extension of the Freundlich equation (also called Sips equation or Langmuir -
Frendlich model) and the Toth model were the empirical isotherm equations applied [68]. 
These isotherm models were considered, since they have been extensively used to 
model gas adsorption on microporous adsorbents. In order to obtain a global isotherm 
equation for each component, at different temperatures, the data was fitted using TableCurve 
3D, v.4.0. 
The Sips isotherm can be written as, 







                                     Equation (4.10) 
 
where the parameters obtained are the maximum adsorbed amount (𝑞𝑡𝑠), 𝑏 is the 
affinity constant and measures how strong the adsorbate molecule is attracted on to a surface, 
𝑛  is one parameter. The parameter 𝑛  that characterizes the system adsorbate/adsorbent 
heterogeneity, is usually greater than 1, and the larger it is, the more heterogeneous is, 
usually, the system. 𝑃 is the pressure and 𝑞𝑡 is the data of the adsorbed amount. 
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The affinity constant 𝑏 , and the parameter 𝑛  can be written as a function of 
temperature, by: 
 






− 1)]                            Equation (4.11) 
 






+  𝛼 (1 −
𝑇0
𝑇
)                                   Equation (4.12) 
 
here the 𝑏0 is the affinity constant at a reference temperature, 𝑇0, 𝑛0 is the parameter  
𝑛  at the same reference temperature and 𝛼  is a constant parameter. 𝑅𝑔 is the ideal gas 
constant and 𝑄 is the heat of adsorption. 
 
Another model used was Toth's. The Toth isotherm can be written as 
 





                                    Equation (4.13) 
 
where the parameters obtained are the maximum adsorbed amount (𝑞𝑡𝑠), 𝑏  is the 
affinity constant defined the same way as for the model of Sips, Eq. (4.11). 𝑡 is a parameter, 𝑃 
is the pressure and 𝑞𝑡 is the data of the amount adsorbed. 
The parameter 𝑡 can be written as a function of temperature, by: 
 
                   𝑡 = 𝑡0 +  𝛼 (1 −
𝑇0
𝑇
)                                     Equation (4.14) 
 








4.2.1.1. Isosteric heat of Adsorption  
One of the decisive quantities to study in adsorption is heat of adsorption, since the 
knowledge of this value is very important for the characterization and optimization of an 
adsorption process [69].  
The heat of adsorption is usually estimated from the temperature dependence of the 
adsorption isotherm. The most relevant thermodynamic variable to describe the heat effects 
during the adsorption process is the differential isosteric heat of adsorption 𝑄𝑠𝑡 (kJ/mol), that 
represents the energy difference between the state of the system before and after the 
adsorption of a differential amount of adsorbate on the adsorbent surface [6, 57].  
For any given isotherm model, the isosteric heat of adsorption, 𝑄𝑠𝑡 , is typically 
estimated using the Clausius–Clapeyron equation as 
 






                                                Equation (4.15) 
 
It is worth mentioning that there are some simplifying assumptions implicit in this 
equation (e.g. the adsorbed molar volume is neglected and ideal behavior for the bulk gas 
phase is assumed), which in most cases, however, have negligible impact on the estimated 
value of 𝑄𝑠𝑡. 
Applying Eq. (4.15) to the Sips isotherm model, defined by Eq. (4.10) gives [70]: 
 
                                  𝑄𝑠𝑡 = 𝑄 − 𝛼𝑛𝑅𝑔𝑇0 ln(𝑏𝑃) = 𝑄 − 𝛼𝑛
2 𝑅𝑔𝑇0 ln (
𝜃
1−𝜃









is 0.5.  
The isosteric heat of adsorption for the temperature-dependent form of the Toth 
isotherm model, given by Eq. (4.13), is: 
 















In which the parameter 𝑄  equals the isosteric heat of adsorption, 𝑄𝑠𝑡  when the 
fractional loading (𝜃) is zero. 
However, since the isosteric heat of adsorption is defined by the amount of heat 
released when an infinitesimal number of molecules of the fluid is transferred to the adsorbed 
phase. 
It can be considered that 𝑄𝑠𝑡 = 𝑄𝑠𝑝(𝑃, 𝑇)  or 𝑄𝑠𝑡 = 𝑄𝑠𝑝(𝑇, 𝑞) , but in practice 𝑄𝑠𝑡 
depends very little on temperature, unless it is considering a range of very extensive 
temperature. In the case of this study, the temperature range 303.15 - 373.15K is sufficiently 
small, thereby justifying the assumption that 𝑄𝑠𝑡 is independent of temperature. Let’s consider 
then that 𝑄𝑠𝑡 ≈ 𝑄𝑠𝑡(𝑞) , in this case it is possible to calculate 𝑄𝑠𝑡  from the adsorption 
isotherms obtained experimentally at the three temperatures using the integrated form of the 
Clausius–Clapeyron, Eq. (4.15) [47, 57]: 
 
                                        ln(𝑃)𝑞𝑇 = 𝑐𝑜𝑛𝑠𝑡𝑎𝑛𝑡 −
𝑄𝑠𝑡
𝑅𝑔𝑇
                              Equation (4.18) 
 
Eq. (4.18) shows that 𝑙𝑛(𝑃) should vary linearly with 
1
𝑇
 for a certain fixed amount of 
adsorbed amount 𝑞𝑡 and that the slope of the straight line gives us the value of −
𝑄𝑠𝑡
𝑅𝑔
. Is then 
possible to determine the value of the isosteric heat of adsorption, 𝑄𝑠𝑡. 
 
 
4.2.1.2. Adsorption Results using Sips and Toth approaches  
A detailed study of adsorption isotherms, with the aim of obtaining global Adjustments 
for adsorbate was then performed. Sips and the Toth model were the empirical isotherm 
equations applied. In order to obtain a global isotherm equation for each component, at 
different temperatures, the data was fitted using TableCurve 3D, v.4.0. This software combines 
a powerful surface fitter, that has the ability  to describe three dimensional empirical data, in 
this case, the amount adsorbed (mol/kg) and the pressure (bar) are plotted in order to the 
working temperatures (K). Through the parameters calculated by TableCurve 3D, v.4.0. it was 





Sips Toth Sips Toth Sips Toth Sips Toth
qts (mol/kg) 5.931 6.173 9.039 9.285 9.358 8.989 6.159 6.566
b0 (bar
-1) 0.017 0.043 0.113 0.294 0.102 3.249 0.268 1.116
α 0.199 0.100 0.142 0.010 0.299 0.0500 0.094 0.085
n0 or t0 1.207 0.567 1.437 0.617 2.259 0.370 1.603 0.497
Q (kJ/mol) 12.04 14.19 24.99 24.94 31.15 32.17 27.55 25.00
T0 (K) 303.22 303.22 303.16 303.16 303.16 303.16 303.18 303.18





The average relative error (ARE%) in the estimated amount adsorbed is defined as: 
 






                              Equation (4.19) 
 
The average relative error (ARE%) in the estimated amount adsorbed is defined as 
where the subscripts ‘mod’ and ‘exp’ denote estimated values predicted by the model and 
experimental values, respectively, and 𝑁𝑒𝑥𝑝 is the number of data points. Except for the very 
low pressure range, where the experimental errors are more pronounced, the low values for 
the individual and overall ARE’s, as well as for the correlation coefficient (𝑅2), indicate the 
good quality of the fitting. Therefore, it is fair to state that the adjustments made by Sips and 
Toth are reasonably accurate over a broad range of experimental conditions for the adsorption 
of the various adsorbates on the adsorbents considered in this study. 
 
The dependencies b, n and t in temperature were considered in the models. The Table 
(4.3) and (4.4) show the best results obtained with the two equations of isothermal type, in the 
fit of the data, performed to the MOF MIL-53(Al) and the 5A zeolite, respectively, for the gases 
presented. 
Figures (4.7) – (4.18) show the fitting degree between these equations and the 
experimental data obtained. The fit is in excellent agreement with the experimental points, 
describing the data of the components on the MIL-53(Al), as in zeolite 5A the samples, with 
good success. The coefficient 𝑅2 is higher than 0.99 in all cases. 
 
















































































Figure 4.7: Global fitting of the experimental N2 adsorption data in MIL-53(Al) by the Sips 
isotherm. Filled symbols and open symbols denote adsorption and desorption data, respectively. 
Figure 4.8: Global fitting of the experimental N2 adsorption data in MIL-53(Al) by the Toth 




















































































Figure 4.9: Global fitting of the experimental CO2 adsorption data in MIL-53(Al) by the Sips 
isotherm. Filled symbols and open symbols denote adsorption and desorption data, respectively. 
Figure 4.10 : Global fitting of the experimental CO2 adsorption data in MIL-53(Al) by the Toth 




















































































Figure 4.11: Global fitting of the experimental C2H6 adsorption data in MIL-53(Al) by the Sips 
isotherm. Filled symbols and open symbols denote adsorption and desorption data, respectively. 
Figure 4.12 : Global fitting of the experimental C2H6 adsorption data in MIL-53(Al) by the Toth 



















































































Figure 4.13: Global fitting of the experimental C2H4 adsorption data in MIL-53(Al) by the Sips 
isotherm. Filled symbols and open symbols denote adsorption and desorption data, respectively. 
Figure 4.14: Global fitting of the experimental C2H4 adsorption data in MIL-53(Al) by the Toth 
isotherm. Filled symbols and open symbols denote adsorption and desorption data, respectively. 
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Sips Toth Sips Toth
qts (mol/kg) 5.861 5.490 4.369 4.160
b0 (bar
-1) 2.321 9.998 0.742 5.559
α 0.085 0.095 0.099 0.019
n0 or t0 2.533 0.493 2.378 0.462
Q (kJ/mol) 38.99 33.92 29.52 26.00
T0 (K) 303.16 303.16 323.21 323.21






















































Table 4.4 : Parameters obtained from the data fitting with the Sips and Toth models for the zeolite 
5A. 
Figure 4.15: Global fitting of the experimental CO2 adsorption data in zeolite 5A by the Sips 






















































































Figure 4.16: Global fitting of the experimental CO2 adsorption data in zeolite 5A by the Toth 
isotherm. Filled symbols and open symbols denote adsorption and desorption data, respectively. 
Figure 4.17: Global fitting of the experimental C2H4 adsorption data in zeolite 5A by the Sips 












































In the case of MIL-53(Al), the results obtained by global adjustments made to the 
nitrogen (N2), carbon dioxide (CO2) [71, 72, 51, 53] are consistent with the literature, since for 
ethane (C2H6) and ethylene (C2H4), although data are scarce in the literature, we can say that 
the results obtained are consistent [73, 74, 75]. For the MIL-53(Al), the global settings, indicate 
that the one that best fits the experimental measurements, is the Sips model, because the 
value of mean relative error is considerably lower compared with the adjustment made by Toth 
model.  
Regarding 5A zeolite, to the global adjustments performed to carbon dioxide (CO2) and 
ethylene (C2H4), the results obtained are in accordance with the literature [76, 41]. We can still 
say that in both gases, the adjustment by the Sips model proved best, with a mean value of 
lower relative error compared with the adjustment made by the Toth model. 
Comparing the adsorption capacity of MIL-53(Al) and 5A zeolite is clearly visible that 
the MIL-53(Al) presents a higher adsorption capacity. However in both adsorbents is verifiable 
the preferential adsorption capacity for carbon dioxide, which is a good indication that these 
materials have a strong potential in the capture and storage of carbon dioxide, in the 
purification of biogas or purification of methane from natural gas. 
The excellent agreement between the fittings of both models and the experimental 
data demonstrates that these isotherm models can be confidently employed to accurately 
correlate the adsorption equilibria of the all adsorbates. 
Figure 4.18: Global fitting of the experimental C2H4 adsorption data in zeolite 5A by the Toth 


































In Appendix (D.1), Figures (D.1) to (D.12), are found the 3D images, taken directly 
from the software used to perform the global settings, TableCurve, v.4.0. 
 
Figures (4.19) - (4.24), compare the single-component adsorption isotherms at 
303.15K for CO2/N2, CO2/CH4, and C2H6/C2H4, respectively. The results are represented both 
in an absolute scale and also in log-log scale to show the adsorption behavior in the low 
pressure range. The symbols represent the experimental points (the filled symbols represent 
adsorption and the empty symbols desorption) and the lines represent the Sips model fitting.  
Figures (4.19) and (4.20) compare the adsorption isotherms of pure CO2 and N2 at 
303.15K on MIL-53(Al). It can be seen that CO2 is much more adsorbed than nitrogen (N2) for 














Figure 4.19: Single-component adsorption isotherms for CO2 and N2 at 303.15K. Symbols denote 
experimental data (filled symbols and open symbols denote adsorption and desorption data, 






























































In Figures (4.21) and (4.22) it can be seen the comparison between the pure isotherms 
of CO2 and CH4 at 303.15K on MIL-53(Al). It should be noted that the CH4 data was measured 
previously by Lyubchyk et al [47]. The represented results show that CO2 is, once more, the 
more adsorbed species although the difference between the adsorption capacity of the 
adsorbent towards CO2 and CH4 is smaller than between CO2 and N2. This means that the 
adsorbent is more selective for the CO2/N2 separation than for CO2/CH4.It was concluded that 





Figure 4.20: Graph in log scale of the single-component adsorption isotherms for CO2 and N2 at 
303.15K. Symbols denote experimental data (filled symbols and open symbols denote adsorption 




































































































Figure 4.21: Single-component adsorption isotherms for CO2 and CH4 at 303.15K. Symbols denote 
experimental data (filled symbols and open symbols denote adsorption and desorption data, 
respectively) and lines are the predictions from the Sips isotherm model. 
Figure 4.22: Graph in log scale of the single-component adsorption isotherms for CO2 and CH4 at 
303.15K. Symbols denote experimental data (filled symbols and open symbols denote adsorption 



































The adsorption isotherms of C2H6 and C2H4, at 303.15K over MIL-53(Al) are 
represented in Figures (4.23) and (4.24). The results indicate that ethane (C2H6) is the most 
adsorbed component, although at low pressures (below 1 bar) the adsorbed amounts were 



















Figure 4.23 : Single-component adsorption isotherms for C2H6 and C2H4 at 303.15K. Symbols 
denote experimental data (filled symbols and open symbols denote adsorption and desorption 


























































The equilibrium selectivity factor, 𝛼𝑖
𝑗⁄
, was also determined by: 
 





                                     Equation (4.19) 
 
 
Figure (4.25) presents the selectivity of CO2 /N2 (blue line) and CO2 /CH4 (green line), at 
303.15 K, as a function of pressure. It is verified that both selectivities decreases with the 
increase of pressure. Also, it can be observed that the CO2/N2 selectivity is higher than the 
CO2/CH4 selectivity for all the pressure range studied. 
Figure (4.26) shows the selectivity of C2H6 /C2H4 at 303.15, as a function of pressure. 
The results show that the selectivity decreases with pressure, and the selectivity values are 
lower than for the CO2/N2 and CO2/CH4 pairs. 
 
 
Figure 4.24: Graph in log scale of the single-component adsorption isotherms for C2H6 and C2H4 
at 303.15K. Symbols denote experimental data (filled symbols and open symbols denote 




























































Figure 4.25: Selectivity of CO2/N2 (blue line) and CO2/CH4 (green line) as a function of pressure at 
303.15K. 

























As already mentioned, the isosteric, 𝑄𝑠𝑡 heat is a quantity of great importance for the 
characterization and optimization of adsorption processes. 
The isosteric heats were then determined using the two models studied here, Sips and 
Toth, taking into account the temperature dependence. However, it was also taken into 
account the assumption that the range of working temperatures was small enough to consider 
the 𝑄𝑠𝑡 independent of temperature. Therefore, Figures (4.27) - (4.32) have a isosteric heat as 
a function of the fractional loading (𝜃) for both MIL-53(Al) and for zeolite 5A and for each of 
the adsorbates. The 𝑄𝑠𝑡 calculated by Sips model is represented for each of the temperature 
at which the adsorption equilibrium were determined (303.15 - 373.15K). The most salient, 
black, circular shaped symbols, represent the calculated𝑄𝑠𝑡 ,considering that the range of 
temperatures (303.15 - 373.15K) is small enough to assume that 𝑄𝑠𝑡 is independent of 
temperature [47, 57]. 
Appendix (D.2) in Figures (D.13) - (D.18) are shown the variation of the isosteric heats 
as a function of the fractional loading (𝜃), considering the model Toth and 𝑄𝑠𝑡 temperature 
dependent, for each gas, at temperatures at which adsorption equilibria were measured. Each 
symbol corresponds to the value of  𝑄𝑠𝑡 calculated for the pressure and temperature of a point 










Figure 4.27: Isosteric heats of adsorption for N2 in MIL-53(Al), as a function of loading, determined 
from the temperature dependence of the Sips isotherm model. The symbols in black represent the 




























































Figure 4.28: Isosteric heats of adsorption for CO2 in MIL-53(Al), as a function of loading, 
determined from the temperature dependence of the Sips isotherm model. The symbols in black 
represent the Qst independent of temperature. 
Figure 4.29: Isosteric heats of adsorption for C2H6 in MIL-53(Al), as a function of loading, 
determined from the temperature dependence of the Sips isotherm model. The symbols in black 



























































Figure 4.30: Isosteric heats of adsorption for C2H4 in MIL-53(Al), as a function of loading, 
determined from the temperature dependence of the Sips isotherm model. The symbols in black 
represent the Qst independent of temperature. 
Figure 4.31: Isosteric heats of adsorption for CO2 in zeolite 5A, as a function of loading, 
determined from the temperature dependence of the Sips isotherm model. The symbols in black 


































We conclude that for the MIL-53(Al), in the case of nitrogen (N2) 𝑄𝑠𝑡 decreases with the 
increase of fractional loading (𝜃) until it reaches a plateau. However, MIL-53(Al) to carbon 
dioxide (CO2), ethane (C2H6) and ethylene (C2H4), is more similar to the zeolite 5A in carbon 
dioxide (CO2) and ethylene (C2H4) that is, the behavior of 𝑄𝑠𝑡 as a function of the the fractional 
loading (𝜃) is not that linear. The isosteric heat of adsorption begins to decrease in a gradual 
manner, and then in a more dramatic fashion. In this case, it cannot be neglected, then the 







Figure 4.32: Isosteric heats of adsorption for C2H4 in zeolite 5A, as a function of loading, 
determined from the temperature dependence of the Sips isotherm model. The symbols in black 
represent the Qst independent of temperature. 
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4.2.2. Adsorption Potential Theory  
Adsoption equilibrium on microporous adsorbents can be correlated using the 
Adsorption Potential Theory (APT). APT was developed by Dubinin and co-workers [65, 67] 
from the original work of Polanyi [77]. This theory has been widely used for the correlation of 
adsorption on different materials [26, 78, 79, 80]. 
APT assumes liquid-like behavior of the species adsorbed within the micropores 
although its properties may differ from the properties of liquid bulk at the same temperature 
due to the influence of the adsorbent force field. The difference in free energy between the 
adsorbed phase and the saturated liquid adsorbate at the same temperature can be obtained 
from the ratio between the equilibrium pressure and the saturation vapor pressure [19]. This is 
referred as the adsorption potential (𝜙) which is defined by: 
 
 
                                                 𝜙 = 𝑅𝑔𝑇𝑙𝑛 (
𝑃𝑆
𝑃
)                                      Equation (4.20) 
 
 
where 𝑅𝑔  is the ideal gas constant, 𝑇 is the temperature, 𝑃𝑆  is the saturation vapor 
pressure of the adsorbated and 𝑃 is the equilibrium pressure at temperature 𝑇. It should be 
noticed that due to the non-ideal gas behavior for high pressures 𝑃 and 𝑃𝑆, should be replaced 
by the corresponding fugacity, 𝑓 and 𝑓𝑆. The APT relates 𝜙 with the volume of the adsorbed 
phase (𝑊) for a given gas-solid system in a relation that is generally referred as the 
characteristic curve.  
 
                                 𝑊 = 𝑞𝑡𝑉𝑚 = 𝑊(𝜙)                                 Equation (4.21) 
 
 
The APT is extremely when we desire to predict single-component adsorption 
equilibria and only a limited set of experimental measurements are available. The main 
advantage of this approach is that with a limited set of experimental data, the adsorption can 
be described for different temperatures [26, 19, 78]. 
Generalization of the APT theory was also proposed [81]. For this purpose, an affinity 
coefficient (𝛽) can be used with the objective of collapsing the characteristic curves of various 
gases on an adsorbent into a unique characteristic curve. Applying this assumption Eq. 21 
must be replaced by: 
 
                                               𝑊 ≡ 𝑞𝑡𝑉𝑚 = 𝑊(?̃?)                                 Equation (4.22) 









                    ?̃? ≡
𝜙
𝛽
                                               Equation (4.23) 
 
 
The affinity coefficient, 𝛽 , can be estimated obtained from correlation with the 
molecular parachor, as demonstrated by Wood and co-workers [82, 83]. 
 
                𝛽 = 8.27 × 10−3(𝑝𝑎𝑟𝑎𝑐ℎ𝑜𝑟)0.90                           Equation (4.24) 
 
Below the adsorbate critical temperature (𝑇𝑐) , 𝑉𝑚  is estimated from the modified 
Rackett equation [84], assuming to be equal to the molar volume of the saturated liquid at the 
temperature condition. 
 
                       𝑉𝑚 =
𝑅𝑔𝑇𝑐
𝑃𝑐






                            Equation (4.25) 
 
 
where, 𝑃𝑐 is the critical pressure of the adsorbate and 𝑍𝑅𝑎 is the Rackett compressibility factor. 
The Wagner equation was used to estimate the saturated vapor pressure [85]. 
 
 











                             𝑥 = 1 −
𝑇
𝑇𝑐
                                         Equation (4.27) 
 
 
and  𝐴, 𝐵, 𝐶, and 𝐷 are adsorbate-specific constants [85]. 
Above the adsorbate critical temperature definition of the adsorbed phase is not 
straightforward and in this work the work of Agarwal and Schwarz was followed [86]. The 
saturated vapor pressure was estimated by: 
 





𝑃𝑐                                      Equation (4.28) 
 









                       𝑉𝑚 = 𝑉𝑏 exp[𝛺(𝑇 − 𝑇𝑏)]                               Equation (4.29) 
 
 
where 𝑇𝑏 and  𝑉𝑏 are, respectively, the temperature and molar volume of the liquid adsorbate 
at normal boiling point, and Ω is the adsorbate estimated thermal expansion coefficient in a 
superheated liquid state [66] and is obtained by, 
 
 





                                             Equation (4.30) 
 
 
In order to determine a isotherm relation for future application in process modelling, the 
characteristic curve was fitted to the Dubinin-Astakhov (D-A) equation, expressed by: 
 
                     𝑊 = 𝑊𝑠 𝑒𝑥𝑝(−𝛾?̃?
𝑛′)                                       Equation (4.31) 
 
 
where  𝑊 𝑊𝑠
⁄  is the fractional filling of the specific micropore volume (𝑊𝑠) accessible to the 
adsorbate and γ and 𝑛′ are parameters related to the characteristic energy for the system and  
the pore size distribution, respectively. These parameters were obtained from the linear fitting 
of  
 
                                             𝑙𝑛 [𝑙𝑛 (
𝑊𝑠
𝑊⁄ )]       𝑣𝑒𝑟𝑠𝑢𝑠      𝑙𝑛(𝜙) 
                                                                                     
                                                                                                                                Equation (4.32) 
      𝑙𝑛 [𝑙𝑛 (
𝑊𝑠
𝑊⁄ )] = ln 𝛾 + 𝑛′ ln 𝜙       
 
 
Also, if  𝑙𝑛 (
𝑊𝑠
𝑊⁄ ) is expressed as a function of 𝜙, the experimental data can be fitted 
with a polynomial expansion (in this case a third order polynomial was employed): 
 
                        𝑙𝑛 (
𝑊𝑠
𝑊⁄ ) = 𝑐1𝜙 + 𝑐2𝜙
2 + 𝑐3𝜙
3                        Equation (4.33) 
 
 










4.2.2.1. Results and Discussion  
In this work, the APT was applied to the analysis of the adsorption equilibrium 
experimental data of CO2, N2 and also the CH4 data previously measured in the work of 
Lyubchyk et al [47]. To employ the APT the absolute amount adsorbed (𝑞𝑡)  is needed 
although from the gravimetric data only net or excess adsorbed quantities can be directly 
obtained. Therefore, (𝑞𝑡) was determined employing the pore volume reported in previous 
molecular simulation studies performed by the group. This value provided a starting point for 
iteration and, finally, the determination of 𝑊𝑠, γ and 𝑛. 
 
 
Table 4.5: Affinity coefficients, β, for CH4, CO2 and N2 on MIL-53(Al) employed in this study. 
 CH4 CO2 N2 
β (calculated from Eq.24) 0.394 0.480 0.280 




The affinity coefficient, 𝛽, employed for first calculations were obtained from the Wood 
correlation (Eq. 23) and such values were tuned in order to obtain a better characteristic curve 




As an example, we can see that in Figure (4.33), the D–A isotherm model is compared 
directly to the experimental adsorption/desorption data in, at three temperatures and for the 
methane (CH4) in MIL-53(Al). It is observed that there is good agreement between model 




































































































Figure 4.33: Single-component adsorption isotherms for the CH4, at 303.14K, 323.15K and 
353.09K. Symbols denote experimental data and lines are the predictions from the D-A isotherm 
model. 
Figure 4.34: Characteristic curve obtained from collapsing the experimental data of CH4, CO2 and 






































The characteristic curve obtained with the APT is showed in Figures (4.34) and (4.35), 
showing that a single curve could be successfully obtained for the three adsorbates 
considered. The solid lines represented in Figures (4.34) and (4.35) represent the D-A model 
and it can be seen that the experimental data could be successfully fitted. The fitting allowed 
the determination of the parameters 𝑊𝑠, γ and  𝑛 showed in Table (4.6). 
 
 
Table 4.6: Parameters obtained in the fitting of the experimental data. 
Ws (cm3/g) 0.477 




The 𝑊𝑠 value obtained from the experimental data fitting (0.477cm3/g) in this 
preliminary study is approximated to the value obtained from molecular simulation 
(0.562cm3/g). Further refinements in the fitting may enhance the agreement between the 




Figure 4.35: Logarithmic representation of the characteristic curve obtained from collapsing the 
experimental data of CH4, CO2 and N2 in to a single curve. The solid line represents the fitting with 













5. Conclusions and Future Work 
In this work, equilibrium adsorption of n-alkanes (C2 – C4), ethylene, carbon dioxide 
and nitrogen were measured and analyzed on two adsorbent materials: metal-organic 
framework, MIL-53(Al) and zeolite 5A. The data gathered and analyzed is of great importance 
since it will add an important amount of information to the available literature on the subject. 
The obtained results are vital for the development of adsorption-based sustainable strategies 
for gas separation, recovery, capture and storage, employing the studied materials. 
Measurements of equilibrium adsorption of pure components (ethane, propane, 
butane, ethylene, carbon dioxide and nitrogen) were conducted using the gravimetric method. 
The data obtained covers a wide range of thermodynamic conditions, including temperatures 
between 303.15K and 373.15K and pressure values between 0 - 50bar. 
The adsorption equilibrium data were analyzed through the global fitting employing two 
isotherm models: the Sips and Toth models. The isosteric heat of adsorption and its 
dependence with adsorbent loading and was studied.  
Results obtained showed that, in general, the adsorption capacity is higher in MIL-
53(Al) than 5A zeolite. However, in the two adsorbents, the preferred adsorption capacity for 
CO2 is a good indicator that these materials have a strong potential for application in the 
capture and storage of CO2 and also in biogas and natural gas purification. The selectivity of 
MIL-53(Al) towards CO2/N2 and CO2/CH4 decreases with increasing pressure. Results also 
showed that this adsorbent is more selective for the CO2/N2 separation. 
The separation of olefins/paraffins was also taken into account within this work. 
Therefore species as ethane (C2H6) and ethylene (C2H4) were also target of study on MIL-
53(Al). In this case, C2H6 was preferentially adsorbed by the MIL-53(Al) adsorbent although 
the obtained selectivity decreased with pressure, once more.  
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Isosteric heat was determined employing both Sips and Toth models, taking into 
account the temperature dependence. However, the range of working temperatures was small 
enough to consider the 𝑄𝑠𝑡 independent of temperature. It was observed that the 𝑄𝑠𝑡 obtained 
for the different temperatures are in agreement which confirms that within this temperature 
range the isosteric heat can be considered temperature independent. 
A different analysis of the experimental data of methane, carbon dioxide and nitrogen 
was performed. This consisted in the application of the Polaniy-Dubinin potential theory of 
adsorption (APT). The APT allowed collapsing the experimentally obtained data on a single 
characteristic curve, which is temperature independent. This analysis is useful for extrapolation 
of the adsorption behavior of gases and vapors for which no experimental data is available. 
Also, the APT allowed to obtain an adsorbent pore volume (0.477cm3/g) which was 
approximate to the value obtained by the group from molecular simulation (0.562 cm3/g). 
The work undertaken within this thesis, allowed obtaining advanced knowledge in the 
field of adsorption. However, there are several aspects that deserve continued attention 
beyond this thesis. The following recommendations are proposed: 
 In order to complement the experimental data obtained, it would be interesting to 
perform molecular simulation and other more fundamental studies, to better understand the 
adsorption mechanisms on MIL-53(Al). This information would be extremely important to better 
explain what happens to the flexible structure of MIL-53(Al) during adsorption processes. 
 
 Since the MIL-53(Al) is presented as a powder, its pelletization would be 
interesting, since shaped materials are essential to carry out research studies on the 

















Appendix A: Characterization of Adsorbents 
An effective adsorption process, is based on selection of a suitable adsorbent, since 
the success or failure of the process is directly related to the performance of the adsorbent. As 
such, the characterization of the adsorbents is a fundamental aspect since it provides 
qualitative and quantitative information, which serves as a basis for comparison and selection 
of the best adsorbent for specific applications. 
In the present study, the two adsorbents in question, are the 5A zeolite and MOF, MIL-
53(Al). In the case of zeolite 5A, this is found in the form of spheres with a mesh between 60 
and 80, synthesized by Supelco - Analytical (Bellefonte, USA) (lot.12193 - 50g). For the metal 
organic framework (MOF) MIL-53(Al), it is presented in the form of crystals synthesized by 
BASF (Somerset, NJ) under the trademark Basolite A100 and were purchased through Sigma-
Aldrich (product no.688738 - 10g). According to the manufacturer, this material has an 
average pore diameter 𝐷𝑝̅̅̅̅ = 32 𝜇𝑚.  
Although they are several of the characteristics of the adsorbent, which can be 
determined, and by different methods, we consider only the most relevants will be discussed 
here. Therefore, the characterization both the zeolite 5A, as the MOF MIL-53(Al) was 
performed, using techniques such as Mercury Porosimetry, Thermogravimetric Analysis and 
Nitrogen (N2) Adsorption at 77K. It is necessary to take into account that relatively to the MOF, 
which has been the target of the study by the group, the characterization data had already 
been published in the work of Lyubchyk et al [47, 57]. Therefore, these are the results 
presented here. 
Note that before any of these characterization analysis, the two samples were 
subjected to a pretreatment. In the case of 5A zeolite, the sample was degassed and activated 
at 623.15K in a muffle (Nabertherm GmbH B170) in the case of the MIL-53(Al) the procedure 
was the same, but its activation temperature was of 473.15K.  
 
A.1: Mercury Porosimetry  
The mercury porosimetry is a technique that, for applying various levels of pressure to 
a sample immersed in mercury, characterizes the porosity of the material [56].  
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Figure A.1: Experimental Mercury intrusion-extrusion cycle for zeolite 5A. The curves give 
the volume of mercury (mL Hg/g of sample) penetrated at a given external pressure P into 
the measuring cell. The red curve (−+−+−) depicts the intrusion curve obtained; the green 
curve (−⊖−⊖−) shows the extrusion curve, obtained by reverting the process. 
 
 
The samples of zeolite 5A and MIL-53(Al) were then subjected, separately, to an 
experimental cycle of intrusion-extrusion of mercury, using a porosimeter, Autopore IV 9500 
(Micromeritics Instrument Corporation, Norcross, Georgia). It is possible to visualize the 
intrusion-extrusion curves of the zeolite 5A and the MIL-53(Al) in Figures (A.1) and (A.2), 
respectively. 
Through which it is possible to determine, that in the case of zeolite 5A, this shows an 
average value of pore diameter of 𝐷𝑝̅̅̅̅ = 5𝐸
−05 𝜇𝑚 and a porosity of 56%. In the case of the 
MIL-53(Al), it announces an average pore diameter of 𝐷𝑝̅̅̅̅ = 30 𝜇𝑚 and a porosity of 68%. We 
can then conclude that in this case the MOF represents a more porous material than the 
zeolite, as would be already foreseen. 
Comparing with the literature data we can state that the values are within the expected 
values. In the case of zeolite 5A, is predicted to 𝐷𝑝̅̅̅̅ = 4.3𝐸
−05 𝜇𝑚  [26]. For the MIL-53(Al) the 
average pore diameter is also in accordance with the value reported by the manufacturer of 


































A.2: Thermogravimetric Analysis (TGA) 
Thermogravimetric analysis (TGA) allows us to evaluate the temperature range over 
which the sample decomposes. This procedure is performed by recording the weight loss as a 
function of the increasing temperature. 
The samples were analyzed by TGA (model Q50 V6.7 Build 203, Universal V4.4, TA 
Instruments) under a nitrogen (N2) atmosphere at a heating rate of 5 deg/min. 
Typically, the results are presented graphically in a curve of weight percent as function 
of temperature as it is possible to see in Figure (A.3) and (A.4). 
Easily is possible to conclude, by the analysis of Figure (A.3), that in the case of zeolite 
5A, the structure can reach up to 823.15K without any decomposition of it. On the other hand, 
Figure (A.4) proves that MIL-53(Al) shows no deformation in its structure until a temperature of 
773.15K [47, 57]. 
Figure A.2: Experimental Mercury intrusion-extrusion cycle for MIL-53(Al). The curves give the 
volume of mercury (mL Hg/g of sample) penetrated at a given external pressure P into the 
measuring cell. The red curve (−+−+−) depicts the intrusion curve obtained; the green curve 










































Both the profiles are in complete agreement with similar results, obtained in the 



































Figure A.4: Representative TGA analysis of MIL-53(Al) powder [47]. 
Figure A.3: Representative TGA analysis of zeolite 5A. 
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A.3: Nitrogen Adsorption at 77K  
The nitrogen adsorption at 77K has become a widely used procedure for the 
determination of surface area and pore size distribution of various porous materials. 
The measurement of the isotherm of nitrogen (N2) for the adsorbents in question was 
carried out at 77K, using a static volumetric apparatus (Micromeritics Adsorption Analyzer, 
Model ASAP 2010). Figures (A.5) and (A.6) show the isotherms of nitrogen obtained at 77K, 
both for zeolite 5A and for MIL-53(Al), respectively. 
It is then possible to conclude that for zeolite 5A, the total surface area of the sample, 
determined by BET surface area method, is 502 m2/g, of which 448 m2/g corresponds to the 
microporous area and the total pore volume is 0.394 cm3/g, of which 0.233 cm3/g is the volume 
of a microporous pores. In the case of the MIL-53(Al) the total surface area of the sample, 
determined by BET surface area method, is 831 m2/g, of which 608 m2/g represent the 
microporous area, and relatively to the total pore volume, this is of 0.597 cm3/g, of which 0.332 
cm3/g corresponds to the volume of microporous pores [47, 57].  
We can also report that in the case of zeolite 5A, the surface area of 502 m2/g is found 
in accordance with the literature values of 571 m2/g [41, 88]. In the case of the MIL-53(Al) the 
surface area of 1100-1500 m2/g reported by the manufacturer is in agreement with the range 

































Figure A.6: Adsorption isotherm of N2 at 77K for MIL-53(Al) [47]. 
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Appendix B: Equipment Description 
 
 High-pressure Magnetic Suspension Balance (MSB) 
Model: ISOSORP 2000 coupled with a SARTORIUS microbalance Model BP211D. 
Supplier: RUBOTHERM GmbH. 
Characteristics: for a maximum load of 25g (total measuring volume, i.e. suspension coupling 
and measuring cell with sample), the balance have a resolution of 0.01mg, an uncertainty than 
0.002% of the measured value, a reproducibility than 0.03 mg, for pressures in the range UHV 
- 150bar and temperatures up to 373.15K. 
 
 Vaccum Pump (VP)  
Model: EDWARDS 5 C, A65201903I 
Supplier: EDWARDS 
Pump Serial Number: 139482910 
Characteristics: pumping speed 3.0 m3/h. Motor type: RV3 US/EUR Pump High Volts. Single-
phase 50/60Hz , 220 - 240V. Operating temperature of 243K to 343K, maximum total pressure 
in high flux of 1.2×10−1, maximum total pressure of 2×10−3. 
Pump Oil: Edwards Ultragrade 19, hydrocarbon-oil, H11025015, 1Litre. 
 
 Pressure Generator 
Model: 87-6-5 
Supplier: HiP 
Characteristics: pressure rating of 5000psi, capacity per stroke 60 ml with teflon packing B-
208. 
 
 Thermostatic Bath – Refrigerator/Heater 
Model: F32-HL 
Supplier: JULABO Labortechnik GmbH 
Characteristics: working temperature range of 238K to 473K, temperature stability ± 0,01K, 
cooling capacity: 293.15, 273.15, 253.15, 243.15K to (Medium: ethanol): 0.45; 0.39; 0.15; 0.06 
84 
 
KW, overall dimensions 31x42x64 cm, bath opening (WxL) 18x12 cm, bath depth 15cm, filling 
volume 5.5 to 8 liters , weight 38kg. 
Refrigerant: R134a 
 
 Pt100 Temperature Probes  
Model: Pt100 
Supplier: RS Amidata, Portugal 
Characteristics: 4 wires temperature sensors with platinum resistance, that exhibit a typical 
resistance of 100Ω at 273.15K, typically measure temperatures up 1123.15K, Classe B 
precision ±0.12Ω at 0.3K. It consists of a thin film of platinum on a plastic film inside a stainless 
steel involucrum. The relationship between resistance and temperature is relatively linear, but 
curve fitting is often the most accurate way to make the RTD measurement. The probes were 
calibrated in the laboratory against a highly accurate Hart Scientific Pt 5613 temperature 
sensor with an accuracy of ±0.01K.  
 
 Pressure Transducer (PT): MKS  
Model: MKS Baratron Type 627D 
Supplier: MKS Instruments Corporation (USA) 
Characteristics: pressure measurements in the range from 1K Torr (1.3157bar) to as low as 
0.02 Torr (0.00002bar) Full Scale (FS). The instrument operates with ± 15 VDC (± %5) input 
at ≤ 250 mA, and provides 0 to 10 VDC output linear with pressure.  The 627D transducer is 
available with optional heater status LEDs, two interface connector lock options, and a variety 
of fittings. The unit is capable of measuring pressure at ambient temperatures of 288K to 
313.15K. 
 
 Pressure Transducer (PT): OM2 
Model: PX01C1-150A5T 
Supplier: OMEGADYNE, Inc. (USA) 





 Pressure Transducer (PT): OM3 
Model: PX01C1-500A5T 
Supplier: OMEGADYNE, Inc. (USA) 
Characteristics: pressure range of 0 - 35bar. 
 
 Pressure Transducer (PT): OM4 
Model: PX03C1-3KA5T 
Supplier: OMEGADYNE, Inc. (USA) 
Characteristics: pressure range for 0 - 69/138/207 bar. 
 















OM2 28 0.005 9.124 0 - 5 




OM3 28 0.005 34.830 0 - 5 




OM4 28 0.150 68.931 0 - 5 
USB6 xxx Analog Input 
Multi Sample 
Baratron MKS 
± 15 VDC 
± 5% 
≤ 250 mA 
 1.005 0 - 10 MKS PR 4000B 
 
 Power Suppliers 
Model: PS 613 
Supplier: Velleman 
Characteristics: variable voltage of 0 – 30V, 2.5 A DC and two fixed supplies of 






 Ball Valves 
Model: SS-43S4 
Supplier: Swagelok 
Characteristics: 1/8”OD fittings, Cv = 2.4, P ≤ 206bar, 283K ≤ T ≤ 338K. 
 
 Check Valves 
Model: SS-4C-TR-1 
Supplier: Swagelok 
Characteristics: 1/8”OD fittings, PTFE seals, Pcrack = 0.06bar, Pmax = 206 bar. 
 
 Several Fittings 
Model: Swagelok types (nuts, unions, reducers, elbows, etc.) 
Supplier: Swagelok  
Characteristics: 1/8” OD fittings. 
 
 Computer (PC) 
Model: Intel(R) Core(TM) i3-2100 CPU @ 3.10GHz 3.10 GHz 
Supplier: Tsunami Computers 





Supplier: Air Liquide and Praxair (Portugal and Spain). 
Characteristics: Compressed Helium (He) (99.999%), P = 200 bar from Air Liquide Alphagaz; 
Compressed Nitrogen (N2) (99.995%), P = 200 bar from Air Liquide Alphagaz; Carbon dioxide 
(CO2) (99.998%), P = 80 bar from Air Liquide Alphagaz; Methane (CH4) (99.95%), P = 3.5 bar 
from Praxair Spain Gases; Ethane (C2H6) (99.95%), P = 33 bar from Air Liquide Alphagaz; 
Propane (C3H8) (99.95%), P = 6.5 bar from Air Liquide Alphagaz; Butane (C4H10) (99.95%), P 




Weight (g) Weight (g)
Cell 1 Cell 2 
0.000 0.000 5.574 6.412
0.313 0.001 5.574 6.412
0.615 0.001 5.574 6.412
0.945 0.002 5.574 6.412
5.460 0.893 5.574 6.411
15.628 2.543 5.573 6.410
26.562 4.298 5.571 6.408
40.231 6.467 5.570 6.407
61.568 9.793 5.567 6.404
68.872 10.915 5.567 6.403
50.888 8.137 5.569 6.405
30.948 4.999 5.571 6.408
10.406 1.698 5.573 6.411
2.881 0.472 5.574 6.411
0.002 0.000 5.574 6.412
293.78K
P (bar) ρg  (kg/m
3)
Appendix C: Tables and Figures of Experimental 
Results 
In this appendix, there are all the tables with the experimental results obtained, from 
the tables with measurements of the blanks made to the two empty cells and the respective 
adsorbents, to the tables with the experimental measurements of each sorption isotherm. 
 
C.1: Gravimetric Technique for Adsorption Measurements 
Two cell samples were used according to the size of the respective adsorbent. As 
such, there was a referential blank calibration of the cells (without sample). Table (C.1) shows 
the values of these measurements performed at 293.78K using helium (He). Through the 
analysis of results of this experiment, it is possible to get to know the values of mass (𝑚ℎ) and 
density (𝜌ℎ) of the sample holder. 
 
Table C.1: The experimental data obtained from the referential blank calibration of the cell (without 













In the present study, it is assumed that helium (He) acts as an inert probe that 
penetrates the entire volume of pores accessible to adsorbents (MIL-53(Al) and zeolite 5A), 




3) Weight (g) ρg  (kg/m3) Weight (g)
0.000 0.000 6.069 0.000 0.000 6.723
20.681 2.797 6.067 7.701 1.047 6.722
26.735 3.608 6.066 12.022 1.631 6.722
34.765 4.676 6.065 16.063 2.176 6.721
30.064 4.051 6.066 20.681 2.797 6.720
18.596 2.517 6.067 26.735 3.608 6.720
9.220 1.252 6.069 34.765 4.676 6.719
3.788 0.516 6.069 30.064 4.051 6.719
0.942 0.128 6.070 18.596 2.517 6.721





P (bar) P (bar)
Cell 1 Cell 2
using helium (He), aimed at determining the mass (𝑚𝑠)  and density (𝜌𝑠) of each of the 
adsorbents studied. Table (C.2) shows the values of the performed measurements. Note that 
in cell 1 is present the sample of zeolite 5A, and that in cell 2 is the MOF: MIL-53(Al). 
 
Table C.2: Experimental data obtained from measurements of equilibrium adsorption of helium 



























C.2: Adsorption Isotherms 
The adsorption isotherms of alkanes (ethane (C2H6), propane (C3H8) and butane 
(C4H10)), ethylene (C2H4), carbon dioxide (CO2) and nitrogen (N2) were measured 
experimentally for a range of temperature of 303.15 - 373.15K and a pressure range of 0 to 50 
bar. For the experimental work, the standard static gravimetric method was used. 
Each data point is reported as net (𝑞𝑛𝑒𝑡), excess (𝑞𝑒𝑥), and total adsorption (𝑞𝑡). For 
the calculation of 𝑞𝑒𝑥 and 𝑞𝑡, in the case of zeolite 5A are used values of  𝑉𝑝 = 0.394 cm3/g, 
from the characterization of the material and 𝜌𝑠 = 1.707 g/cm3, determined experimentally, by 
adsorption isotherm of helium (He). In the case of MIL-53(Al) the values used are 𝑉𝑝 = 0.562 
cm3/g and 𝜌𝑠 = 2.129 g/cm3, determined by molecular simulation and that had already been 
published by the working group [47]. 
The experimental adsorption equilibrium data are listed in Tables (C.3) to (C.12). 
Figures (C.1) to (C.39) show the quantities adsorbed (mol/kg) in relation to the pressure (bar), 
for the adsorbents and adsorbates in study, at different temperatures. 
 
 Metal-Organic Framework: MIL-53(Al) 
 




qnet qex qt qnet qex qt qnet qex qt
(mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg)
0.005 0.003 0.003 0.003 0.005 0.002 0.002 0.002 0.106 0.014 0.016 0.018
0.025 0.008 0.009 0.009 0.018 0.004 0.004 0.005 0.716 0.037 0.048 0.062
0.095 0.019 0.021 0.023 0.101 0.016 0.018 0.020 1.055 0.066 0.083 0.103
0.309 0.05 0.056 0.063 0.754 0.080 0.094 0.109 2.998 0.134 0.182 0.239
0.764 0.171 0.185 0.202 1.017 0.097 0.115 0.136 7.136 0.227 0.341 0.478
1.028 0.193 0.212 0.235 3.015 0.200 0.252 0.315 12.057 0.321 0.514 0.744
3.054 0.362 0.419 0.487 5.564 0.307 0.405 0.521 17.117 0.374 0.648 0.974
8.096 0.62 0.771 0.952 10.001 0.461 0.636 0.845 22.287 0.415 0.770 1.196
13.075 0.779 1.023 1.315 15.017 0.569 0.832 1.146 28.180 0.402 0.850 1.387
18.129 0.868 1.206 1.611 20.401 0.630 0.987 1.413 33.076 0.392 0.918 1.548
22.961 0.913 1.342 1.855 24.989 0.663 1.100 1.622 30.384 0.400 0.883 1.461
27.997 0.927 1.45 2.075 30.145 0.673 1.200 1.829 25.217 0.394 0.796 1.277
31.807 0.928 1.523 2.234 34.137 0.681 1.277 1.990 19.708 0.393 0.707 1.083
25.598 0.935 1.413 1.985 25.984 0.680 1.134 1.677 14.553 0.346 0.579 0.857
15.377 0.867 1.155 1.498 17.460 0.636 0.941 1.306 9.345 0.265 0.414 0.593
10.448 0.743 0.938 1.171 12.634 0.543 0.764 1.028 5.877 0.202 0.296 0.408
4.017 0.429 0.504 0.593 7.497 0.425 0.556 0.712 4.088 0.166 0.231 0.309
2.058 0.324 0.362 0.408 3.999 0.302 0.371 0.455 1.916 0.105 0.136 0.173
2.016 0.192 0.228 0.270 0.399 0.043 0.050 0.057















































































































Figure C.2: Experimental single-component adsorption for N2 at 303.22K for MIL-53(Al). Filled 
symbols and open symbols denote adsorption and desorption data, respectively. 
Figure C.3: Experimental single-component adsorption for N2 at 323.19K for MIL-53(Al). Filled 
symbols and open symbols denote adsorption and desorption data, respectively. 
Figure C.1: Experimental single-component adsorption for N2 at 303.22K, 323.19K and 353.14K for 















































qnet qex qt qnet qex qt qnet qex qt
(mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg)
0.133 0.456 0.459 0.462 0.013 0.085 0.085 0.085 0.534 0.313 0.322 0.332
0.586 1.170 1.181 1.194 3.193 2.054 2.111 2.178 0.976 0.522 0.538 0.557
0.974 1.545 1.563 1.585 4.558 2.331 2.412 2.509 4.182 1.439 1.507 1.588
3.523 2.897 2.964 3.043 6.573 2.667 2.785 2.926 7.166 1.946 2.063 2.203
5.101 3.361 3.458 3.575 8.526 2.928 3.082 3.266 10.242 2.296 2.465 2.667
6.454 3.651 3.776 3.924 9.764 3.082 3.259 3.471 13.126 2.534 2.752 3.013
8.066 3.905 4.062 4.249 11.976 3.303 3.522 3.785 16.012 2.727 2.995 3.316
9.572 4.111 4.298 4.522 15.052 3.524 3.804 4.139 19.281 2.872 3.199 3.590
12.074 4.355 4.595 4.881 17.492 3.661 3.990 4.383 25.205 3.055 3.490 4.011
14.903 4.571 4.870 5.229 19.981 3.803 4.183 4.637 33.140 3.192 3.779 4.482
17.596 4.706 5.065 5.495 26.086 3.978 4.488 5.098 23.055 3.025 3.421 3.894
21.459 4.864 5.313 5.850 32.926 4.081 4.747 5.544 13.155 2.510 2.729 2.990
25.505 5.059 5.606 6.261 21.400 3.941 4.350 4.840 4.946 1.631 1.711 1.807
30.518 5.082 5.760 6.571 13.496 3.591 3.840 4.138 3.511 1.332 1.389 1.457
19.286 4.973 5.371 5.848 1.976 1.613 1.648 1.689 1.468 0.728 0.752 0.780
16.266 4.870 5.200 5.595 0.685 0.849 0.861 0.876 0.129 0.098 0.100 0.102
13.133 4.689 4.951 5.264 0.041 0.189 0.190 0.191
10.365 4.481 4.684 4.927
7.079 4.071 4.208 4.371
4.162 3.410 3.490 3.584
2.209 2.543 2.584 2.634
1.412 1.971 1.998 2.030
0.777 1.340 1.355 1.372
0.348 0.804 0.810 0.818
P (bar) P (bar) P (bar)
Figure C.4: Experimental single-component adsorption for N2 at 353.14K for MIL-53(Al). Filled 





















































































































Figure C.5: Experimental single-component adsorption for CO2 at 303.16K, 323.18K and 
353.37K for MIL-53(Al). Filled symbols and open symbols denote adsorption and desorption 
data, respectively. 
Figure C.6: Experimental single-component adsorption for CO2 at 303.16K for MIL-53(Al). Filled 
symbols and open symbols denote adsorption and desorption data, respectively. 
Figure C.7: Experimental single-component adsorption for CO2 at 323.18K for MIL-53(Al). Filled 

































qnet qex qt qnet qex qt
(mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg)
0.440 1.861 1.869 1.879 0.369 1.209 1.215 1.223
0.952 2.498 2.516 2.537 0.703 1.741 1.754 1.769
4.002 3.507 3.584 3.676 0.973 1.990 2.007 2.027
8.975 4.002 4.181 4.395 3.307 2.861 2.920 2.990
14.661 4.186 4.494 4.863 6.983 3.285 3.412 3.564
22.095 4.237 4.739 5.340 12.164 3.542 3.772 4.047
29.834 4.162 4.913 5.812 20.729 3.628 4.046 4.545
34.853 4.055 5.013 6.159 27.599 3.570 4.160 4.865
11.931 4.241 4.485 4.778 37.330 3.326 4.212 5.271
6.863 3.996 4.130 4.291 43.343 3.126 4.232 5.555
2.362 3.325 3.370 3.423 33.020 3.504 4.248 5.138
0.248 1.623 1.627 1.633 16.158 3.694 4.008 4.385
0.087 0.849 0.850 0.852 2.036 2.634 2.670 2.713
0.544 1.671 1.681 1.692
0.254 1.097 1.102 1.107
353.21K 373.19K
P (bar) qnet qex qt qnet qex qt
(mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg)
0.715 0.886 0.897 0.911 0.562 0.588 0.597 0.607
0.949 1.125 1.140 1.159 0.972 0.849 0.863 0.881
4.320 2.356 2.427 2.511 2.158 1.256 1.289 1.329
8.133 2.693 2.828 2.990 4.081 1.589 1.652 1.727
15.343 2.942 3.206 3.522 7.300 1.839 1.953 2.089
20.760 3.001 3.368 3.808 10.007 1.943 2.101 2.289
25.208 2.986 3.443 3.990 13.056 2.011 2.219 2.468
34.590 2.877 3.540 4.333 16.102 2.040 2.299 2.610
45.086 2.607 3.533 4.640 18.044 2.054 2.347 2.697
12.290 2.912 3.120 3.369 22.207 2.055 2.422 2.861
2.432 2.031 2.070 2.117 26.089 2.043 2.481 3.006
1.479 1.573 1.597 1.625 33.245 1.967 2.544 3.234
0.521 0.923 0.932 0.942 30.178 2.013 2.530 3.148
0.317 0.600 0.606 0.612 19.487 2.070 2.389 2.770
12.346 2.014 2.210 2.445
5.130 1.735 1.814 1.909
2.969 1.487 1.533 1.587
1.535 1.139 1.163 1.191
0.597 0.669 0.678 0.689




Figure C.8: Experimental single-component adsorption for CO2 at 353.37K for MIL-53(Al). Filled 

















































































































































Figure C.9: Experimental single-component adsorption for C2H6 at 303.16K, 323.08K, 353.21K 
and 373.19K for MIL-53(Al). Filled symbols and open symbols denote adsorption and desorption 
data, respectively. 
Figure C.10: Experimental single-component adsorption for C2H6 at 303.16K for MIL-53(Al). Filled 
symbols and open symbols denote adsorption and desorption data, respectively. 
Figure C.11: Experimental single-component adsorption for C2H6 at 323.08K for MIL-53(Al). Filled 





















































































Figure C.12: Experimental single-component adsorption for C2H6 at 353.21K for MIL-53(Al). Filled 
symbols and open symbols denote adsorption and desorption data, respectively. 
Figure C.13: Experimental single-component adsorption for C2H6 at 373.19K for MIL-53(Al). Filled 




qnet qex qt qnet qex qt
(mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg)
0.552 1.526 1.528 1.530 0.149 0.465 0.468 0.471
0.970 1.856 1.858 1.860 0.513 1.094 1.103 1.113
1.638 2.255 2.286 2.323 3.533 2.240 2.302 2.377
3.346 2.662 2.725 2.801 5.527 2.467 2.566 2.684
6.055 2.978 3.095 3.234 10.255 2.745 2.934 3.159
9.987 3.206 3.403 3.639 12.140 2.806 3.030 3.299
14.011 3.318 3.601 3.940 14.112 2.855 3.118 3.434
17.980 3.389 3.762 4.209 16.118 2.883 3.188 3.551
21.420 3.328 3.774 4.307 21.048 2.907 3.315 3.803
25.865 3.348 3.918 4.599 30.242 2.864 3.481 4.220
33.328 3.273 4.053 4.988 33.811 2.879 3.584 4.428
30.446 3.402 4.097 4.929 29.211 2.957 3.549 4.258
22.768 3.517 4.006 4.592 23.595 3.013 3.476 4.031
15.911 3.514 3.840 4.230 17.849 3.006 3.345 3.752
12.687 3.463 3.718 4.023 7.450 2.731 2.866 3.027
7.132 3.237 3.375 3.541 2.563 2.155 2.200 2.254
4.335 2.976 3.058 3.157 1.481 1.836 1.863 1.894
1.953 2.511 2.548 2.592 0.953 1.559 1.575 1.595
0.431 1.550 1.558 1.568
0.245 1.221 1.226 1.232
0.111 0.801 0.803 0.805
0.050 0.482 0.483 0.484
0.012 0.160 0.160 0.160
0.005 0.095 0.095 0.095
353.16K 373.19K
qnet qex qt qnet qex qt
(mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg)
0.322 0.397 0.402 0.408 0.293 0.241 0.245 0.251
0.499 0.567 0.575 0.584 0.623 0.465 0.474 0.485
0.976 0.907 0.922 0.941 0.915 0.620 0.634 0.651
4.176 1.783 1.851 1.932 2.135 1.047 1.079 1.118
8.154 2.127 2.261 2.422 4.007 1.433 1.495 1.568
11.495 2.267 2.458 2.687 8.196 1.816 1.943 2.094
14.307 2.338 2.579 2.866 12.538 2.000 2.197 2.432
18.234 2.397 2.707 3.079 14.200 2.048 2.271 2.539
22.193 2.416 2.800 3.259 18.155 2.105 2.394 2.741
27.093 2.416 2.893 3.464 22.176 2.139 2.497 2.925
33.111 2.387 2.985 3.699 27.008 2.141 2.583 3.112
24.626 2.448 2.878 3.392 33.461 2.062 2.612 3.271
16.053 2.406 2.677 3.002 23.229 2.141 2.517 2.966
9.545 2.242 2.400 2.588 16.041 2.077 2.331 2.635
6.909 2.099 2.212 2.348 9.816 1.918 2.071 2.254
3.032 1.665 1.714 1.772 5.981 1.687 1.779 1.889
2.000 1.414 1.446 1.484 3.227 1.352 1.402 1.461
0.765 0.874 0.886 0.901 0.924 0.682 0.696 0.713
0.205 0.351 0.354 0.358 0.129 0.136 0.138 0.140
0.080 0.089 0.090 0.092
0.028 0.038 0.039 0.039
P (bar)


















































































































































Figure C.14: Experimental single-component adsorption for C2H4 at 303.18K, 323.21K, 353.16K 
and 373.19K for MIL-53(Al). Filled symbols and open symbols denote adsorption and desorption 
data, respectively. 
Figure C.15: Experimental single-component adsorption for C2H4 at 303.18K for MIL-53(Al). Filled 
symbols and open symbols denote adsorption and desorption data, respectively. 
Figure C.16: Experimental single-component adsorption for C2H4 at 323.21K for MIL-53(Al). Filled 




















































































Figure C.17: Experimental single-component adsorption for C2H4 at 353.16K for MIL-53(Al). Filled 
symbols and open symbols denote adsorption and desorption data, respectively. 
Figure C.18: Experimental single-component adsorption for C2H4 at 373.19K for MIL-53(Al). Filled 




qnet qex qt qnet qex qt qnet qex qt
(mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg)
0.005 0.327 0.328 0.328 0.002 0.002 0.002 0.002 0.003 0.030 0.030 0.030
0.069 1.050 1.051 1.052 0.010 0.003 0.003 0.004 0.028 0.292 0.293 0.293
0.156 1.448 1.451 1.454 0.078 0.028 0.029 0.031 0.178 1.032 1.035 1.038
0.985 1.864 1.882 1.905 0.098 0.053 0.055 0.057 0.623 1.452 1.462 1.474
1.772 2.174 2.208 2.248 0.231 0.253 0.257 0.261 0.973 1.583 1.599 1.618
3.248 2.365 2.429 2.505 0.475 0.950 0.958 0.968 2.011 1.753 1.786 1.825
6.076 2.614 2.740 2.890 0.945 1.620 1.636 1.655 5.656 1.950 2.046 2.160
9.122 3.031 3.233 3.475 1.571 1.920 1.948 1.982 8.016 2.019 2.159 2.325
7.565 2.784 2.946 3.139 4.970 2.413 2.506 2.617 12.228 2.068 2.292 2.559
4.477 2.561 2.651 2.758 7.582 2.545 2.692 2.869 17.719 2.088 2.438 2.857
2.388 2.378 2.424 2.479 9.331 2.627 2.814 3.038 26.259 2.099 2.718 3.459
1.385 2.196 2.222 2.254 12.691 2.769 3.041 3.366 23.025 2.083 2.585 3.186
0.802 2.043 2.058 2.076 14.122 2.859 3.171 3.544 10.957 2.085 2.282 2.518
0.540 1.960 1.970 1.982 11.150 2.707 2.938 3.215 4.007 1.947 2.014 2.093
0.282 1.839 1.844 1.850 8.637 2.612 2.783 2.987 1.491 1.760 1.784 1.813
0.097 1.660 1.662 1.664 6.475 2.534 2.657 2.805 0.415 1.472 1.479 1.487
0.046 1.480 1.481 1.482 3.575 2.358 2.423 2.501 0.105 1.062 1.064 1.066
0.012 1.191 1.191 1.191 1.222 2.081 2.103 2.129 0.025 0.520 0.520 0.520
0.002 0.768 0.768 0.769 0.702 1.957 1.970 1.984 0.007 0.280 0.280 0.280
0.336 1.796 1.802 1.809
0.149 1.613 1.616 1.619
0.048 1.318 1.319 1.320
0.009 0.745 0.745 0.745









































Table C.7: Isotherm data of propane (C3H8) on sample of MIL-53(Al). 
Figure C.19: Experimental single-component adsorption for C3H8 at 303.18K, 323.21K and 














































































































Figure C.20: Experimental single-component adsorption for C3H8 at 303.18K for MIL-53(Al). Filled 
symbols and open symbols denote adsorption and desorption data, respectively. 
Figure C.21: Experimental single-component adsorption for C3H8 at 323.21K for MIL-53(Al). Filled 
symbols and open symbols denote adsorption and desorption data, respectively. 
Figure C.22: Experimental single-component adsorption for C3H8 at 353.47K for MIL-53(Al). Filled 




qnet qex qt qnet qex qt qnet qex qt
(mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg)
0.002 0.407 0.407 0.407 0.002 0.102 0.102 0.102 0.003 0.045 0.045 0.046
0.006 0.589 0.589 0.589 0.007 0.514 0.514 0.514 0.008 0.276 0.276 0.276
0.010 0.682 0.682 0.683 0.011 0.632 0.632 0.632 0.036 0.772 0.772 0.773
0.045 0.871 0.872 0.873 0.034 1.034 1.034 1.035 0.082 0.908 0.909 0.911
0.083 0.978 0.979 0.981 0.089 1.122 1.124 1.126 0.391 1.164 1.170 1.178
0.592 1.474 1.485 1.498 0.288 1.365 1.370 1.376 0.867 1.312 1.327 1.343
1.074 1.811 1.832 1.856 0.773 1.595 1.608 1.625 2.142 1.466 1.501 1.544
2.095 2.202 2.244 2.293 1.005 1.679 1.697 1.718 4.431 1.618 1.695 1.787
1.518 1.994 2.024 2.059 2.248 1.960 2.001 2.051 8.620 1.943 2.109 2.307
0.843 1.737 1.753 1.773 3.086 2.206 2.265 2.334 5.860 1.719 1.824 1.950
0.372 1.436 1.443 1.451 3.980 2.461 2.538 2.630 3.109 1.521 1.574 1.637
0.156 1.296 1.299 1.302 1.656 1.845 1.875 1.911 1.620 1.458 1.485 1.517
0.069 1.203 1.204 1.206 0.550 1.574 1.583 1.595 0.613 1.285 1.295 1.307
0.024 1.149 1.149 1.150 0.171 1.401 1.404 1.407 0.243 1.144 1.148 1.152
0.004 0.864 0.864 0.864 0.028 1.093 1.093 1.094 0.017 0.696 0.697 0.697
0.005 0.573 0.573 0.573












































Table C.8: Isotherm data of butane (C4H10) on sample of MIL-53(Al). 
Figure C.23: Experimental single-component adsorption for C4H10 at 303.20K, 323.21K and 










































































































Figure C.24: Experimental single-component adsorption for C4H10 at 303.20K for MIL-53(Al). Filled 
symbols and open symbols denote adsorption and desorption data, respectively. 
Figure C.25: Experimental single-component adsorption for C4H10 at 323.21K for MIL-53(Al). Filled 
symbols and open symbols denote adsorption and desorption data, respectively. 
Figure C.26: Experimental single-component adsorption for C4H10 at 353.12K for MIL-53(Al). 




qnet qex qt qnet qex qt qnet qex qt
(mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg)
0.133 2.456 2.460 2.462 0.013 0.325 0.326 0.326 0.534 1.770 1.781 1.788
0.586 3.377 3.390 3.400 3.193 3.290 3.361 3.408 0.976 2.149 2.169 2.182
0.974 3.549 3.572 3.587 4.558 3.387 3.488 3.556 4.182 2.813 2.897 2.954
3.523 3.913 3.996 4.052 6.573 3.468 3.615 3.714 7.166 2.984 3.130 3.228
5.101 3.990 4.112 4.194 8.526 3.514 3.707 3.836 10.242 3.063 3.273 3.415
6.454 4.036 4.191 4.295 9.764 3.535 3.756 3.905 13.126 3.101 3.373 3.556
8.066 4.061 4.257 4.388 11.976 3.560 3.834 4.018 16.012 3.138 3.473 3.698
9.572 4.079 4.312 4.469 15.052 3.570 3.919 4.154 19.281 3.137 3.544 3.818
12.074 4.091 4.390 4.590 17.492 3.564 3.974 4.250 25.205 3.110 3.653 4.018
14.903 4.086 4.460 4.711 19.981 3.563 4.037 4.355 33.140 3.037 3.770 4.262
17.596 4.070 4.518 4.820 26.086 3.502 4.138 4.566 23.055 3.129 3.621 3.953
21.459 4.031 4.591 4.968 32.926 3.404 4.236 4.795 13.155 3.097 3.370 3.553
25.505 3.991 4.673 5.133 21.400 3.556 4.067 4.410 4.946 2.925 3.025 3.092
30.518 3.902 4.747 5.316 13.496 3.587 3.898 4.107 3.511 2.814 2.885 2.932
19.286 4.071 4.567 4.901 1.976 3.201 3.244 3.273 1.468 2.429 2.458 2.478
16.266 4.095 4.507 4.783 0.685 2.787 2.802 2.812 0.129 1.048 1.051 1.053
13.133 4.102 4.429 4.648 0.041 1.278 1.278 1.279
10.365 4.099 4.352 4.523
7.079 4.063 4.233 4.348
4.162 3.980 4.079 4.145
2.209 3.838 3.890 3.925
1.412 3.721 3.754 3.776
0.777 3.525 3.543 3.555
0.348 3.247 3.255 3.261











































Table C.9: Isotherm data of carbon dioxide (CO2) on sample of zeolite 5A. 
Figure C.27: Experimental single-component adsorption for CO2 at 303.16K, 323.18K and 





















































































































Figure C.28: Experimental single-component adsorption for CO2 at 303.16K for zeolite 5A. Filled 
symbols and open symbols denote adsorption and desorption data, respectively. 
Figure C.29: Experimental single-component adsorption for CO2 at 323.18K for zeolite 5A. Filled 
symbols and open symbols denote adsorption and desorption data, respectively. 
Figure C.30: Experimental single-component adsorption for CO2 at 353.37K for zeolite 5A. Filled 






0.562 0.593 0.603 0.611
0.972 0.856 0.875 0.887
2.158 1.220 1.261 1.289
4.081 1.433 1.511 1.564
7.300 1.555 1.696 1.792
10.007 1.600 1.796 1.928
13.056 1.618 1.877 2.052
16.102 1.623 1.947 2.164
18.044 1.619 1.985 2.231
22.207 1.597 2.054 2.362
26.089 1.578 2.125 2.493
33.245 1.493 2.213 2.697
30.178 1.534 2.179 2.612
19.487 1.621 2.018 2.285
12.346 1.612 1.857 2.021
5.130 1.429 1.527 1.594
2.969 1.244 1.301 1.339
1.535 0.975 1.004 1.023
0.597 0.619 0.630 0.638



























































Table C.10: Isotherm data of ethane (C2H6) on sample of zeolite 5A. 
Figure C.31: Experimental single-component adsorption for C2H6 at 373.19K for zeolite 5A. Filled 




qnet qex qt qnet qex qt qnet qex qt
(mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg)
0.149 1.495 1.498 1.500 0.322 1.211 1.218 1.222 0.293 0.866 0.872 0.876
0.513 1.968 1.979 1.987 0.499 1.391 1.401 1.408 0.623 1.185 1.196 1.204
3.533 2.468 2.547 2.599 0.976 1.663 1.682 1.695 0.915 1.333 1.350 1.362
5.527 2.535 2.658 2.741 4.176 2.133 2.217 2.274 2.135 1.636 1.677 1.704
10.255 2.587 2.822 2.980 8.154 2.249 2.416 2.528 4.007 1.840 1.916 1.968
12.140 2.591 2.871 3.059 11.495 2.281 2.519 2.680 8.196 1.999 2.158 2.264
14.112 2.585 2.914 3.135 14.307 2.286 2.586 2.787 12.538 2.059 2.304 2.469
16.118 2.572 2.951 3.207 18.234 2.270 2.657 2.918 14.200 2.066 2.345 2.533
21.048 2.525 3.033 3.375 22.193 2.241 2.720 3.042 18.155 2.064 2.425 2.668
30.242 2.377 3.146 3.664 27.093 2.190 2.786 3.186 22.176 2.041 2.487 2.787
33.811 2.318 3.198 3.790 33.111 2.119 2.864 3.365 27.008 2.005 2.556 2.927
29.211 2.412 3.151 3.648 24.626 2.235 2.771 3.131 33.461 1.911 2.597 3.058
23.595 2.507 3.085 3.474 16.053 2.301 2.640 2.867 23.229 2.048 2.516 2.832
17.849 2.580 3.003 3.289 9.545 2.293 2.490 2.622 16.041 2.082 2.399 2.612
7.450 2.600 2.769 2.882 6.909 2.255 2.396 2.491 9.816 2.058 2.248 2.376
2.563 2.445 2.502 2.540 3.032 2.093 2.154 2.195 5.981 1.976 2.091 2.169
1.481 2.324 2.357 2.379 2.000 1.979 2.019 2.046 3.227 1.822 1.884 1.925
0.953 2.211 2.232 2.246 0.765 1.664 1.679 1.690 0.924 1.398 1.416 1.428
0.205 1.155 1.159 1.162 0.129 0.675 0.677 0.679
0.080 0.532 0.534 0.535
0.028 0.305 0.305 0.306

















































Table C.11: Isotherm data of ethylene (C2H4) on sample of zeolite 5A. 
Figure C.32: Experimental single-component adsorption for C2H4 at 323.21K, 353.16K and 















































































































Figure C.33: Experimental single-component adsorption for C2H4 at 323.21K for zeolite 5A. Filled 
symbols and open symbols denote adsorption and desorption data, respectively. 
Figure C.34: Experimental single-component adsorption for C2H4 at 353.16K for zeolite 5A. 
Filled symbols and open symbols denote adsorption and desorption data, respectively. 
Figure C.35: Experimental single-component adsorption for C2H4 at 373.19K for zeolite 5A. Filled 




qnet qex qt qnet qex qt qnet qex qt
(mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg) (mol/kg)
0.005 0.651 0.651 0.651 0.002 0.003 0.003 0.003 0.003 0.039 0.039
0.069 1.530 1.531 1.532 0.010 0.004 0.004 0.005 0.028 0.336 0.337 0.337
0.156 1.660 1.664 1.666 0.078 0.036 0.038 0.039 0.178 1.054 1.058 1.060
0.985 1.932 1.955 1.971 0.098 0.056 0.058 0.060 0.623 1.442 1.455 1.463
1.772 2.014 2.057 2.085 0.231 0.254 0.259 0.263 0.973 1.558 1.577 1.591
3.248 2.092 2.171 2.225 0.475 0.925 0.935 0.942 2.011 1.675 1.716 1.743
6.076 2.155 2.312 2.417 0.945 1.464 1.484 1.497 5.656 1.775 1.894 1.975
9.122 2.266 2.517 2.687 1.571 1.656 1.691 1.714 8.016 1.799 1.973 2.090
7.565 2.195 2.397 2.532 4.970 1.884 2.000 2.078 12.228 1.788 2.067 2.254
4.477 2.131 2.243 2.319 7.582 1.912 2.096 2.219 17.719 1.731 2.167 2.461
2.388 2.066 2.123 2.162 9.331 1.924 2.158 2.314 26.259 1.582 2.355 2.874
1.385 2.002 2.035 2.057 12.691 1.937 2.275 2.503 23.025 1.647 2.274 2.695
0.802 1.927 1.946 1.958 14.122 1.945 2.334 2.596 10.957 1.806 2.051 2.216
0.540 1.871 1.884 1.892 11.150 1.935 2.223 2.417 4.007 1.781 1.864 1.920
0.282 1.781 1.788 1.793 8.637 1.930 2.143 2.287 1.491 1.677 1.707 1.727
0.097 1.625 1.627 1.628 6.475 1.923 2.078 2.181 0.415 1.464 1.472 1.478
0.046 1.500 1.501 1.501 3.575 1.894 1.975 2.030 0.105 1.116 1.118 1.120
0.012 1.118 1.118 1.118 1.222 1.786 1.813 1.831 0.025 0.703 0.704 0.704
0.002 0.441 0.441 0.441 0.702 1.717 1.732 1.742 0.007 0.505 0.506 0.506
0.336 1.618 1.625 1.630
0.149 1.485 1.488 1.490
0.048 1.222 1.223 1.224
0.009 0.744 0.744 0.745













































Table C.12: Isotherm data of propane (C3H8) on sample of zeolite 5A. 
Figure C.36: Experimental single-component adsorption for C3H8 at 303.18K, 323.21K and 












































































































Figure C.37: Experimental single-component adsorption for C3H8 at 303.18K for zeolite 5A. Filled 
symbols and open symbols denote adsorption and desorption data, respectively. 
Figure C.38: Experimental single-component adsorption for C3H8 at 323.21K for zeolite 5A. 
Filled symbols and open symbols denote adsorption and desorption data, respectively. 
Figure C.39: Experimental single-component adsorption for C3H8 at 353.47K for zeolite 5A. 
Filled symbols and open symbols denote adsorption and desorption data, respectively. 
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Appendix D: Data Analysis 
In this appendix, we can find all the supporting information, related to data analysis 
performed. 
 
D.1: Adsorption Results using Sips and Toth approaches 
At the Figures (D.1) to (D.12), are found the 3D images, taken directly from the 


















Figure D.1: Global fitting of the experimental N2 adsorption data in MIL-53(Al) by the Sips 
isotherm, using the software TableCurve 3D v.4.0. 
Figure D.2: Global fitting of the experimental N2 adsorption data in MIL-53(Al) by the Toth 


























Figure D.3: Global fitting of the experimental CO2 adsorption data in MIL-53(Al) by the Sips 
isotherm, using the software TableCurve 3D v.4.0. 
Figure D.4: Global fitting of the experimental CO2 adsorption data in MIL-53(Al) by the Toth 
isotherm, using the software TableCurve 3D v.4.0. 
Figure D.5: Global fitting of the experimental C2H6 adsorption data in MIL-53(Al) by the Sips 


























Figure D.6: Global fitting of the experimental C2H6 adsorption data in MIL-53(Al) by the Toth 
isotherm, using the software TableCurve 3D v.4.0. 
Figure D.7: Global fitting of the experimental C2H4 adsorption data in MIL-53(Al) by the Sips 
isotherm, using the software TableCurve 3D v.4.0 
Figure D.8: Global fitting of the experimental C2H4 adsorption data in MIL-53(Al) by the Toth 




























Figure D.9: Global fitting of the experimental CO2 adsorption data in zeolite 5A by the Sips 
isotherm, using the software TableCurve 3D v.4.0. 
Figure D.10: Global fitting of the experimental CO2 adsorption data in zeolite 5A by the Toth 


























Figure D.11: Global fitting of the experimental C2H4 adsorption data in zeolite 5A by the Sips 
isotherm, using the software TableCurve 3D v.4.0. 
Figure D.12: Global fitting of the experimental C2H4 adsorption data in zeolite 5A by the Toth 








































D.2: Isosteric heat of Adsorption  
The isosteric heats were determined using the two models studied here, Sips and 
Toth, taking into account the temperature dependence. In Figures (D.13) - (D.19) are shown 
the variation of the isosteric heats, in function of the fractional loading, (θ) for each gas, at the 
temperatures where adsorption equilibrium were measured. Each symbol corresponds to the 





















Figure D.13: Isosteric heats of adsorption for N2 in MIL-53(Al), as a function of loading, 
determined from the temperature dependence of the Toth isotherm model. 
Figure D.14: Isosteric heats of adsorption for CO2 in MIL-53(Al), as a function of loading, 






































































Figure D.15: Isosteric heats of adsorption for C2H6 in MIL-53(Al), as a function of loading, 
determined from the temperature dependence of the Toth isotherm model. 
Figure D.16: Isosteric heats of adsorption for C2H4 in MIL-53(Al), as a function of loading, 



































































Figure D.17: Isosteric heats of adsorption for CO2 in zeolite 5A, as a function of loading, 
determined from the temperature dependence of the Toth isotherm model. 
Figure D.18: Isosteric heats of adsorption for C2H4 in zeolite 5A, as a function of loading, 
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